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SOUTH DAKOTA ENGINEERING
DOCUMENTATION AND SPOT CHECKING MANUAL

REFERENCE: Generd Manud (GM) 450, Part 407, Documentation, Certification, and Spot
Checking

These indructions outline the minimum data to be recorded in planning, ingtaling, and checking a
practice in accordance with GM, Section 450, Part 407. In many cases, datawill be tabulated and
computation will be made as apart of design and plan preparation that may not be reflected or shown
on documentary guiddlines. These data sheetswill aso be filed with supporting data for the practices.

Procedure:
Note Keeping, Earth Work, Surveys and Measurements, Data Sheets

A. Survey Note Keeping
1 Structural Measures
a Generd Ingructions - Field Notes:

1 Loose-leaf fidd notes shal be used for most work normaly performed
at the fidld office level, except for those practices where specia job
sheets are used and work is or can be expected to be of a continuing
nature. The sheets of loose-leaf notebooks will be filed with the plans,
computations, and other supporting data relating to the work.

Bound field books will be used for dl large jobs, group jobs,
watershed, and other jobs of a continuing nature. When bound books
are used, they will be properly indexed and filed. Bound books may be
numbered consecutively.

2. Field survey notes will conform to standard field notes asilludirated in
Technica Release 62 (TR-62). All fidd notes pertaining to a particular
job, or notes pertaining to any phase or portion of ajob, shal contain
the standard survey heading which will include:

a Name of practice and type of survey.

b Cooperator’ s name.

C. Location of job by lega description.

d. Date of survey and wegther.

e. Name of survey party.

f. L ocation, description, and eevation of bench marks.
Thisinformation is customarily put & the top of the sheet on which the
survey notes are kept or on the title page of the survey notes.

B. Earthwork Cdculations
Earthwork calculation procedures shdl be standardized in computing the final quantities required
under the various progress being carried out by the Natural Resources Conservation Service
(NRCS). The following outlines the methods, tables, charts, and forms that will be used when

earthwork quantities are needed.
1. Earthwork quantities for dams, dikes or ditches, dugouts, etc., will be calculated as
follows
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a Where the ground conditions are described by three regular survey points:

1. Use the “three level section” method; the yardage tables as found in
EFM, Supplement 1; AREAVOL software, or appropriate design
software with yardage caculation capabilities. When caculating
quantities by the three level section method, form SD-ENG-32 shdl be
used. When utilizing the excavation and embankment tables as listed
above, form SD-ENG-33 will be used. If softwareis used for yardage
computation, include the printout with practice documentation.

b. Where the base of thefill or top of the excavation is defined by more than three
survey points.

1 Earthwork cdculations may be made by the “any level section method”
which is described in Engineering Technica Note Design SD-1, or use
AREAVOL, or other applicable software. The various caculations can
be made from the engineering notes. Post computation dataon form
SCS-ENG-529, or provide software printout.

2. As an dternative method, the survey readings and planned lines and
grades may be plotted as cross sections on standard cross section
sheets such as SCS-ENG-315. The horizontal and vertica scales must
be large enough for accuracy. The cross-sectioned areas may then be
planimetered and data posted on form SCS-ENG-529.

C. Cdculations for earthwork excavation in dugouts will be made by the use of
dugout tables in the EFM, Supplement 1, or by usng the formulafor the volume

of aprismatoid (as used on Job Plan 7.0).

Dugout rehabilitation or enlargements should be surveyed by the cross-sectiond
method. The calculations can be based on the planimetered areas or by using
the “any leve section method” described in b (1) above.

Computations will be checked by the same method as origina computations.
For volumes ca culated with various software, the ca culations themsdves
should be considered correct but the checker must verify that the values input
into the program were correct.

2. Cdculationsfor land leveling or shaping on leveled acreages will be made as follows:
a For land leveling jobs where payment is based on the earthwork volume, use
suitable design software or the four point method (ref.: NEH 15, Irrigation,
Chapter 12, Land Levding) to determine the actud cubic yards of cut or fill.
b. The “tenths method” (ref.: NEH 15, Irrigation, chapter 12, Land Leveling) of
determining baance of cuts and fills may be used for making preliminary
estimates and for balancing cuts and fills when the actud cubic yards of
earthwork is not acost or payment criteria
C. Surveys and Measurements:
1 When cubic yards are the bas's of measurement for contracting or cost sharing on

earthwork, al measurements for quantity will be based on engineering surveys that use
an indrument and rod for determining elevations. Typica examples of practicesto
which these procedures will apply are: earth dams, mains and laterds, large diversions,
earthwork on irrigation systems or waterspreading systems, etc.
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When the unit of work or item is based on linear feet such asirrigation pipelines, ditch
lining, etc., measurements will be made by a surveyors chain or tape, or with atota
station; except that stockwater pipelines may be measured with a measuring whedl.
When earthwork is based on linear feet, measurements may be made by a chain or
tape, by a measuring whed with arecorder, or with atota station.

When the practice is measured in acres, severa methods can be used to determine
quantities. For waterways, farmsteads, feedlot or field windbresgks, the measurements
should be made by atape, chain, stadia, or measuring whed with arecorder or total
gation, except field windbresks may be scaled on an agrid photo when the limits of the
windbresk can be identified on the photo. For contour farming, contour stripcropping,
seedbed preparation, and pasture or range seedings, the acreage can be determined by
the dot count procedure or planimetering aerid photos on which the boundaries have
been determined.

Accurecy for certifications. express rods, miles, tons, cubic yards of concrete or rubble
masonry and percentage of units to the nearest tenth. Express linear feet, pounds and
cubic yards, or other materidsin whole numbers. In caculating volumes of fill or
excavation, compute the yardage between any given sations to the nearest tenth and
arive at atota to the nearest cubic yard.

For earth embankments constructed using method type compaction (ref.: construction
gpecification SD-7S), the totdl cubic yards of embankment will include the volume of
earthwork to the design grade plus afive percent increase for settlement. For
embankments congtructed with overfillsin excess of five percent, the volume of
embankment over the five percent overfill will not be certified for payment. Thisfive
percent increase for settlement does not gpply to any other practices even though the
practice certification may be based on cubic yards of fill.

Other Supporting Data - (Forms - Construction Plans - Specifications, etc.):

1.

The data sheets to be completed for structurd practices are shown on the form index.
Some practices require severd sheets to properly record information, such as:
hydraulic and hydrologic determinations, materia estimates, cross-sections, profiles,
seeding. The more smple practices will normaly require only one completed data
shest.

Some of the sheets require planned data to be posted when the conservation measure is
planned and laid out in thefield. Additiona columns or lines are provided for the fina
congtructed evations, dimensions, quantities, or other items which are posted by the
technician when checking the find congtruction. The data sheets are not complete until
al columns or applicable blanks are filled out as required.

“AsBuilt” congtruction plans and specifications for structura practices are consdered
supporting data. Where standard specifications are used with no modifications or
additions, aligt of the standard specifications furnished is adequate.

Minimum required specifications for vegetative and management-type conservation
practices should be recorded on appropriate worksheets, except specifications for non-
cost-shared practices or non-contract items may be recorded either on appropriate
worksheets or in the conservation plan decison statement.

It is recommended that there will be timely ingpections of the following engineering
dructures asthey are being congructed: earth dams, agriculturd waste management
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sysem (AWMY) facilities, drop structures, tile drains, cand's and ditches, land leveding,
waterways, terraces, and diversions.

The purpose of these ingpectionsis to determine that the structures are being
constructed according to plans or drawings and specifications. The person making the
ingpection will record finding on form SD-ENG-19, Congtruction Inspection Report.
The report will contain observations as to the quality of work, ingructions given to the
contractor or the landowner, and other pertinent information. A reminder list ison the
back of these formsto assst the technician in determining items to be checked. These
completed forms will be filed with the completed data sheets to show what ingpections
were made and to support certifications.

Variations between Planned and Constructed Sections:

The congructed section shal equa or exceed the planned section within tolerable limits. It
should be possible to superimpose the completed cross sections and/or profiles upon the
planned cross section or profile within tolerable limits and with alowance for settlement.

If the practice is congtructed significantly different than designed; the practice must be
reconstructed to meet the origind design, or the as-constructed practice may be accepted, if,
upon complete evauation, it is shown to be acceptable (complete documentation and
recalculation of as-built quantities required).
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SOUTH DAKOTA ENGINEERING
DOCUMENTATION AND
SPOT CHECKING MANUAL

General

The covered practices are listed in alphabetical order. Documentation and supporting data
requirements may be similar for more than one practice. Where this occursin the manud, a
“primary practice’ is used to include conservation practices with smilar requirements.

Theindex contains an aphabetica listing of the included conservation practices. Opposite each
practice is the name of the “primary practice’ containing the documentation and supporting data
requirements.

Only those engineering practices normaly encountered in South Dakota requiring
documentation and supporting data are represented in the Documentation and Spot Checking
Manuad (DSCM). Guideines for documentation and supporting data for the seldom used
practices, where cost-sharing isinvolved or the operator has requested NRCS technical
assistance, can be found in the General Manua (GM), Section 450, Part 407.10, the standard
pertaining to the practice, and the generd format as outlined herein.

Theingdructions for documentation and supporting data contained herein are intended to
supplement and complement the South Dakota Technical Guide (SDTG) and the Nationd
Engineering Manud (NEM). If items contained in this manua conflict, the NEM and SDTG will
govern.

Format
Engineering records usudly consst of the following items as outlined below which were
generaly followed as the format of the DSCM for the engineering practices:

A. GENERAL
1. References
B. INVESTIGATIONS AND SURVEYS
1 Design Investigaions
2. Desgn Surveys
3. Environmenta Inventory

C. DESIGN
1 Desgn Daa
2. Permits

D. CONSTRUCTION PLANS AND SPECIFICATIONS
1 Condruction Plans
2. Congtruction Specifications

E LAYOUT
1. Layout Surveys
2. Earthwork Quantity Computations

F. COMPLIANCE CHECKING - “ASBUILT” PLANS
1. Compliance Checking
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2. “AsBuilt” Plans

Fied Surveys
Field surveys are usudly made for one or more of the following purposes.

A. Feashility
Those surveys and determinations that are made at a Site for purposes of determining
feadhility or practicability. These surveys are usudly of an investigationa nature
condgting of random instrument readings and normdly it is not required to maintain
forma notes on them unless such information isto be incorporated into subsequent
surveys.

B. Dedgn
Those surveys and determinations that are made a a Site for purposes of developing a
design and congtruction plan for the practice.

C. Layout
Those surveys and determinations that are made for the purpose of laying out parts or
al of the work planned for congtruction and establishing quantities of the work to be
completed.

D. Congtruction
Those surveys and determinations that are made during construction of the work for
purposes of evauating construction accomplished or ascertaining quantities of work
done.

E Compliance
Those surveys and determinations that are made at the completion of congtruction of the
work for purposes of determining compliance with approved plans and specifications,
or for the purpose of evauating quality control activities, such as spot checking.

For smal jobs on some practices, it is consdered feasible to combine surveys under one
operation during one trip to the field. More complex jobs usualy require separation of surveys.

For practices with components that are designed to specific lines or grade, elevations shdl be
controlled by establishment and recording of at least one known elevation benchmark.
Elevation of benchmarks for the smdler individud jobs may be ether assumed or actud
eevatiions. All benchmarks shdl be clearly described as to identification and location.

Field Notes

Field survey notes are one of the basic foundations of al our engineering design and
condruction. There are minimum basic requirements that must gppear in completed field note
records. The requirements for survey field notes are outlined in the GM, Section 450, Part
407.01, and Technica Release 62 (TR-62).

Design Data Other Than Surveys
In the design and planning of many practices, it is essentia to gather and compile data other than
survey information. This may congs of any or dl of the following:

A. Soil mechanicsinformation including soil profiles, soil dassfication, samples, and
geological reports.
B. Soil survey information on limitations and trestment.
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VI.

VII.

C. Hydrologic information including drainage aress, peak flood information, soil cover
complexes, and hydrologic soil groups.

D. Hydraulic information including design quantities, cgpabilities, velocities, etc.

E Materids information including qudity and quantity.

F. Known culturd resource Sites recorded on State Archeological Resources Management
System (ARMS) web site.

G Review of certified wetland determinations.

In many cases of amdl, smplejobs, it is possble to carry out design and layout operations
during onetrip to the Ste. Under these circumstances, the required design factors can usudly
be determined on-the-job. Appropriate determinations are then transferred to standard plan
drawings. Quantity computations are made on computation sheets or quantities are selected
from prepared tables on standard plans. All computation sheets and copies of job plans (“As
Built” plans) are made a part of the technicd file for the job.

In the more complex jobs, basic field information such as profiles, cross-sections, topography,
etc., are taken in the field and returned to the office for design of the job. In these cases, design
factors, computations, etc., are usualy compiled or determined in the office. Necessary
information from this materid is used to develop the plan drawing and standard or written
specifications for thework. All such datais made a part of the officid job file. After thishas
been done, the work islaid out for construction.

Data Forms

An index of generd-purpose formsis provided with atached forms. Thisindex dso givesa
brief explanation of use of the forms except those where titles are self-explanatory. Dataforms
used for specific practices will be found in the ingructions for the practice.

The forms or data sheets listed in the ingtructions are those normally used in the processing of
the practice. The variability and complexity of the practice will dictate the use of the listed forms
or other additiond forms or data sheets not listed. All pertinent supporting data should be in the
officid job file or referenced to the officid files a the completion of the work.

To reduce repesting the ingtructions, form identification numbers normally used for most
practices are omitted from the individual practice documentation requirements. For example,
survey ingructions will not refer to field notebook forms SCS-ENG-28 and SCS-ENG-29; and
earthwork computations will not normaly refer to the forms to be used, etc.

Other

Detailed ingtructions on factors such as frequency of cross-sections, profile stationing, dope
stakes, etc., have purposely been held to a minimum because of the wide range of needs
encountered in thefidd. Each individua is expected to exercise sound engineering judgment or
secure guidance from an engineer.

On multiple component type practices, such as waterspreading, agricultural waste management, critical
area trestment, etc., the documentation will be as outlined in the practice in addition to the
documentation requirements for each practice component used in the system.
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INDEX

PRIMARY PRACTICE

CONSERVATION PRACTICE CODE | (Practicewith DSCM Requirements)
TO FIND REQUIREMENTSFOR THIS LOOK HERE.
PRACTICE
Bio-Engineering 580 Streambank and Shoreline Protection
Dam, Diversion 348 Earth Dams
Dam, Floodwater Retarding 402 Earth Dams
Dam, Multiple-Purpose 349 Earth Dams
Diversion 362 Diversions
Floodwater Diversion 400 Diversions
Grade Stabilization Structure (Earth) 410 Earth Dams
Grade Stabilization Structure (Structural) 410 Grade Stabilization
Grassed Waterway or Outlet 412 Grassed Waterway
Irrigation Land Leveling 464 Irrigation Land Leveling
Irrigation Pit 552-A |Excavated Farm Pond (Dugouts)
Irrigation Regulating Reservoir 552-B |Earth Dams
Irrigation Storage Reservoir 436 Earth Dams
Irrigation Water Conveyance Irrigation 430 Irrigation Pipeline (All)
Pipeline (All)
Pipeline 516 Pipeline
Pond (Dam) 378-A |Earth Dams
Pond (Dugout) 378-A |Excavated Farm Pond (Dugouts)
Sediment Basin 350 Earth Dams
Sediment Basn (AWMYS) 350 Waste Management Structure
Spring Devel opment 574 Spring Devel opment
Streambank and Shoreline Protection 580 Streambank and Shoreline Protection
Structure for Water Control 587 Grade Stabilization Structure
Subsurface Drain 606 Subsurface Drain
Terrace 600 Terrace
Trough or Tank 614 Trough or Tank
Waste Management System 312 Waste Management Structure
Waste Storage Facility 313 Waste Management Structure
Waste Treatment Lagoon 359 Waste Management Structure
Waterspreading 640 Waterspreading
Well (Stock and Domestic) 642 Well (Stock and Domestic)
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FORM INDEX

FOR

SOUTH DAKOTA ENGINEERING

DOCUMENTATION AND SPOT CHECKING MANUAL

Forms: The following forms are normally considered general purpose forms. Forms for
specific practices will be found under the practice requirements.

FORM TITLE USE
SD-ENG-2 (1/02) Certification Statement — For certification of compliance for components of a
Practice Component practice which cannot be directly measured or
checked after construction, such as core trench, etc.
Form to be completed with designed dimensions,
cuts, etc. entered by NRCS before presenting to
owner or contractor, who enters “ As Built” data
before Sgning.
(REF.: GM, 480, Part 407.11)
SD-ENG-3 (1/02) Grassed Waterway Use for waterway design data, layout, construction
plan and congtruction check for smal waterway's
(Class| or I1).
SD-ENG-4 (1/02) Certification Statement Upper portion can be filled out and given to
Regarding State Water operator for use in completing applicable formsto

Laws

comply with state water laws.

This lower portion, either section 1 or 2, isto be
given to owner prior to layout certifying hisintent to
comply with date water laws. Thisisretained in the
NRCS project job file.

(REF.: GM, 450, Part 405.03)

SD-ENG-5 (1/02)

Hydraulic Elements -
Pipdine Desgn

Hydraulic cdculaions for pipdine desgn (pumped
sysems).

SD-ENG-5B (1/02)

Hydraulics - Gravity Pipdine
Desgn

Hydraulic calculations for gravity pipdine desgn
with capability to document losses and flow capacity
at each riser outlet.

SD-ENG-5C (1/02)

Stockwater Pipeline Design
Data

Hydraulic calculations and design capacities for
stockwater pipelines.

SD-ENG-7 (1/02)

Surface Irrigation Desgn
Sheet

Desgn data for surface irrigation systems.
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FORM

TITLE

USE

SD-ENG-9 (1/02)

Basic Data Sheset for
Sprinkler Irrigation Systems

Badgc data sheet for sprinkler irrigation system
design.

SD-ENG-9a (1/02)

Sprinkler Irrigation Design

Sprinkler irrigation design computations for set-type
sprinkler systems.

SD-ENG-10 (1/02)

Earth Borings
Documentation

Worksheet for recording detailed logs of earth
borings.

| SD-ENG-11 (1/02)

Participant Responghilities

Used to inform operators of their respongibilities
when indaling conservation practices for permitting,
easaments, cultura resources, inspections, and
O&M.

SD-ENG-12 (1/02)

Table of Quantities and Cogt
Edimate

For use by owner or operator. Cost estimates are
not a part of congtruction plans.

SD-ENG-15 (1/02)

Permit For Site Assessment
Surveys

Permit for investigation surveys where such permit is
not covered by other documents, such as
cooperative agreements, easements, €tc.

SD-ENG-27 (1/02) Compuitations for Water Worksheet for computation of water surface
Surface Profile profiles.
SD-ENG-29 (1/02) Hydrologic Data Sheet Genera worksheet for computation of peak flows,
gorm volume, and annud yied.
Reverse is worksheset for hydraulic computations for
any soillway, ditch, diverson, waterway, principa
spillway, or culvert.
SD-ENG-32 (1/02) Earthwork Computation Compuitation of cross section area of any cut or fill
Shest (for Three Leve section described by three points.
Section)
SD-ENG-33 (1/02) Earthwork Computation Computation of cross section areausing tablesin
Sheet section 4 or 5in Appendix No. 1.

SD-ENG-45 (1/02)

Log Sheet For Soil Borings

Worksheet for recording logs of earth borings and
description of materid. Can be used by well drillers
for logging if desired.

SD-ENG-47 (1/02)

Water Storage Capacity
Worksheet

Used to document storage requirements for stock
tanks.
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FORM TITLE USE
SD-ENG-48 (1/02) Fipdine Fipeline data, design, and plan sheet for small
pipdines (Class ).
SD-ENG-49 (1/02) Concrete Batch Certificate Datato be furnished by ready mix plant for
concrete mix supplied to job Ste.
SD-ENG-50 (1/02) Wl Plugging Ingtructions and specifications for plugging wells and
(Decommissioning) (351) certifying to DENR.
SD-ENG-51 (1/02) Wedlls (624) (Record of Well completion report to befilled out by driller
Ingtdllation) /Wl certification by NRCS,
SD-ENG-52 (1/02) Excavated Pond (Dugout) Excavated pond layout by contractors and hand

Ingtallation and Check Data

levd congtruction check.

SD-ENG-53 (1/02) Cathodic Protection data Form | Monitoring adequacy of cathodic protection for stedl
pipe and structures.
SD-ENG-54 (1/02) Determination of Size of Used to determine tota number of anima units for
Confined Livestock Operationsy feedlots (follows method used for Sate permitting).
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The following forms are available, but not included in index:

FORM DESCRIPTION
SCS-ENG-522 & -522A Computation Sheet 4x4 to 1"
SCS-ENG-523 & -523A Computation Sheet 5x5to 1"

Thefollowing “E’ 5zed (21" x 30") forms are available, but not included in index:

FORM DESCRIPTION
SCS-ENG-313 Plan Sheet - fade out blue cross section 8 x 8
SCS-ENG-313B Plan Sheet - fade out blue cross section 10 x 10
SCS-ENG-313-C Plan Sheet - plain
SCS-ENG-314 Plan Sheet - plain linen
SCS-ENG-315 Cross Section - 10 x 10
SCS-ENG-316 Prafile
SCS-ENG-317 Plan one-hdf - Profile one-half
SCS-ENG-318 Plan two-thirds - Profile one-third

Thefollowing “N” szed (10 %2x 15”) forms are available, in addition to form SD-ENG-42, but not

included in the index:

FORM DESCRIPTION
SCS-ENG-349 Cross section 10 x 10
SCS-ENG-351 Profile
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DIVERSI ON

Diversion (362)
Floodwater Diversion (400)

GENERAL
A. References
1. EFM, Chapters 3 and 9.
2. Computer Software EFM2, TR-55, Ohio.
3. NRCS-TP-61, Handbook of Channel Design.
4 South Dakota Engineering Technica Notes.

1. INVESTIGATIONS AND SURVEY S

A. Design Investigaions

1.

2.

Soil borings - where needed to determine classfication of soils for dlowable
design velocities and congtruction materials. Use form SD-ENG-45, Log Sheet
for Earth Borings or field notebook.

Loceation of underground utilities.

B. Design Surveys?

Record
1.
2.
3.

4.
5.
C. Environ

in standard field notebook or form SCS-ENG-28 and -29.

Description, location, and eevation of benchmarks.

Sketch of diverson location, direction of flow, etc.

Average land dope aong proposed centerline. For significant land dope
changes, divide diversion into reaches.

Profile dong centerline of ditch.

Data on bridges and culverts which affect diverson design.

mentd Inventory

Nationa Environmenta Policy Act (NEPA) inventory of resources - document
inventory on form SD-CPA-3.

1
2.

Cultural resources inventory- use form SD-SSC-1.

Wetland effects (if gpplicable).

a Complete form SD-CPA-10 (South Dakota Minimal Effects
Procedure). If project meets criteriain Step 4, use expedited Minima
Effect. If the Ste does not meet the criteria, proceed to Step 5 for
functiona assessment (HGM). If effects are minimd, then aMinimd
Effect Agreement must be signed by owner.

b. Use form SD-ECS-7 to record effects for artificid wetlands

¥ On the smaller jobs the design surveys can be combined with the layout surveys; dependent
on judgment and experience of technician.
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1. DESIGN

A.

B.

Desgn Data

1
2.
3

Pearmits
1.

Hydrology - for each reach - record on forms SD-ENG-29, -29a, or use
EFM2 hydrology software.

Hydraulics - hydraulic eements of the diversion, i.e., cross section, dope, and
capacity for each reach. Record on forms SD-ENG-29, -29a, or gpplicable
software.

Quantity and cost estimates (SD-ENG-12).

and Approvas (if applicable)

404 Permit - document if individua permit obtained, nationwide permit applies,
or if practice is exempt.

V. CONSTRUCTION PLANS AND SPECIFICATIONS

A.

Condruction Plans
Use South Dakota standard plans to the extent possible. These are to be supplemented
by additiona drawings or specification notes on the drawings to provide full ingtalation

instructi

11"x17,

ons. Larger or more complex structures may require use of “E” (217 x 30,”)
" or“N” (10 1/2" x 15”) sized, drawing shests.

Use Job Plan No. 8.1, Form SD-ENG-42 or SCS-ENG-313B or other applicable

143 Nn Or ‘
1

~

‘E" 9zed standard forms.

Ovedl plan view - show the following:

a Ovedl plan view showing dignment, stationing, and other Sgnificant
culturd festures affecting congtruction.

Profile of designed channel and ridge superimposed on origina centerline of

ditch.

Cross sections - minimum of one cross section for each design reach showing

bottom widths, side dopes, etc.

Location or vicinity map - Class IV or larger - show location of work from

nearest city, town, etc. All others - location map with legal description. Use

United States Geologicd Survey (USGS) quadrangle maps.

Congtruction notes - add notes to clarify a component and furnish directions for
ingallations by supplementing standard specifications as needed. Construction
Plansfor diversonsshall includethe following statement: “According to
South Dakota State L aw no excavator may begin any excavation
without first notifying the One-Call Notification Center of the proposed
excavation. 1-800-781-7474.

Table of quantities estimates - place on plans.

Job approva — Ref.: NEM, Part 501.

When plans are delivered to the cooperator - use form SD-ENG-11 to inform
cooperators and certify their understanding of the “participant responsibilities.”

Congtruction Specifications
Ref: South Dakota Specification Guide for the intended practice.
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1 Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additiona specifications may
need to be written to provide full materid and ingdlation indtructions.

2. Fill in blanks and add or delete items from the specifications to make them fit

the job as needed.
3. Include cover shest.

NOTE: Where South Dakota Construction and Materia Specifications are used and are not modified,
acopy of the checklist of furnished specification or alisting on the congtruction plans will bein the
practicefile. Additionsto the South Dakota specifications or specificaly developed specifications
should dso bein thefile.

V. LAYOUT

A.

Layout Surveys
On amdll jobs, layout surveys may be combined with design surveys. Use standard
staking procedure (TR-62 Engineering Layout, Notes, Staking & Calculations).
Record in field notebook or forms SCS-ENG-28 and -29.
1 Centerline, dope, and reference stakes.
a Set stakes at maximum 100-foot intervals and necessary plus stations at
grade or land dope changes.

b. Set aminimum of one dope stake or one centerline stake at each
dation.
2. Obtain sufficient cross sections to determine accurate volume, if volumeis basis
of payment.
Earthwork Quantity Computations

Compute by average end area method if volume isthe basis for payment. Find
quantities are based on staked lines and grades or approved changes.

VI.  COMPLIANCE CHECKING - “ASBUILT PLANS’

A.

Compliance Checking

Record in field notebook (form SCS-ENG-28 and -29) or job sheet as applicable.

1. Profile of completed channe bottom and ridge.

2. Cross sections showing bottom width, depth, sde dopes, berm widths, etc.
Check at least one cross section for each design section or reach.

Completed length.

V egetative measures - statement regarding status of seeding or sodding.
Construction inspection reports - form SD-ENG-19 (ref.: NEM, 512.32).
Statement of compliance - state that construction is complete according to plans
and specifications. This should be dated and signed by the person with proper
job approva authority.

o gk w

“AsBuilt” Plans (ref.. NEM, 512.51 and 512.52).
“AsBLUilt” plansare arecord of congructed facilities. Determination of need for “As
Built” planswill be made by the person exerciang job gpprova authority in accordance
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with NEM, Part 501. Changes are superimposed in a different color (usudly red) on

the officid file copy and show:

1. Significant? design changes.

2. Significant? changesin linear measurement.

3. Final quantities - may be based on layout stake notes, if no changes were
approved and work meets planned lines and grades.

4. |dentify as“As Built” on plans.

Z Determination of “significant” is amatter of judgment by the technician. Asagenerd
rule, changes which exceed norma measuring error alowances, normal congtruction
tolerances, and methods of mathematica computation, should be considered as
sgnificant.
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EARTH DAM

Dam, Diversion (348)
Dam, Multiple Purpose (349)
Pond (378)

Floodwater Retarding Structure (402)
Irrigation Storage Reservoir (436)
Irrigation Regulating Reservoir (552-B)
Sediment Basin (350)

GENERAL

A.

Py
@,
Q
Q
i

EFM.

EFM, Supplement No. 1.

SDTG, Section V.

South Dakota Standard Engineering Plans (Job Plans).
Technical Release 20, 55, 60, and others.

South Dakota Engineering Technica Notes.

Computer Software - lowa Ponds, Sites 98.0, EFM2, TR-55.
NEH, Sections 5, 6, 19, and 20.

USGS Water Resources Investigation Report 98-4055.

©CooNogarwWNPRE

1. INVESTIGATIONS AND SURVEY S

A. Design Investigaions
1 Soil borings- record on form SD-ENG-45 or SD-ENG-10.

a Classfication by Unified Soil Classfication System.

b. Determine foundation conditions.

C. L ocate borrow material.

2. Corrosion potentid.
a Resigtivity readings or published data.
3. Loceation of underground utilities.
B. Design Surveys
On samdler projects the design survey may be combined with the layout survey,
depending upon the experience and judgment of the technician.
1 Topographic mapping.

a Irrigation Storage Reservoir, Hoodwater Retarding, and Multiple
Purpose Dams - devel op topographic map of reservoir area and dam
gtein sufficient detail to adequately design structure.

b. Other Earth Dams - as needed, depending on site conditions and
project needs. Surveys must be adequate in nature and extent to
provide accurate design values.

2. Profiles and cross sections - record in field notes

a Centerline of embankments.

b. Centerline of emergency spillway - from below inlet section to a point
beyond control section to establish exit channd dope on Ponds (378)
and down to base grade of outlet channd on dl other earth dams.
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V.

C. Centerline of principd spillway far enough downstream to determine
tallwater conditions.

d. Grade stabilization dam - profile in channd upstream and downstiream
from structure including area protected.

e Cross section & maximum fill section (minimum, depending on Sze, and
type of structure).

f Cross section of emergency spillway at control section.

C. Environmentd Inventory
NEPA inventory of resources - document inventory on form SD-CPA-3.

1
2.

DESIGN

A. Design
1.

2.
3.
4.

5.
B. DamH

Cultural resourcesinventory - use form SD-SSC-1.

Wetland effects.

a Complete form SD-CPA-10 (South Dakota Minimd Effects
Procedure). If project meets criteriain Step 4, use expedited minima
effect. If the Site does not meet the criteria, proceed to Step 5 for
functiond assessment (HGM). If effects are minimd, then aMinima
Effect Agreement must be signed by owner.

b. Useform SD-ECS-7 to record effects for artificia wetlands.

Data - record on standard data sheets and/or appropriate workshests.
Hydrologic data - pesk flow, storm runoff, annua yield (form SD-ENG-29 or -
293, EFM 2, TR-55, SITES98).

Hydraulic data - emergency spillway, principa spillway, drawdown pipe, outlet
channd (form SD-ENG-29 or -29a, OHIO, SITES98, lowa Pond).

Structure data - surface area, storage, sediment volume. Stage-storage,
depending on Structura needs.

Structura design computations, depending on structura needs.

Quantity and cost estimates (SD-ENG 12).

azard Classfication.

Dam hazard classification must be documented by the individud with Job Approva
Authority (NEM, 520.23).
C. Permits and Approvals (if applicable).

1.

2.

404 Permit - document if individua permit obtained, nationwide permit applies,
or if practice is exempt.

Safety of dams - when adructureis classfied asa‘dam’ by the SD DENR, the
design shal be submitted to DENR for approva (see GM, 450, Part SD 405,
for dlassfication informetion).

Water rights - owner is responsible for obtaining water rights from SD DENR
or properly filing a Location Notice; see GM, 450, Part 405. Document with
form SD-ENG-4.

CONSTRUCTION PLANS AND SPECIFICATIONS

A. Condtruction Plans.
Use South Dakota standard plans to the extent possible. These are to be supplemented
by additiona drawings or specification notes on the drawings to provide full ingtalation

(210-V-SDEDCSM, Issue SD1, January 2002 Earth Dam - 2



ingructions. Larger or more complex sructures may require use of “E” (217 x 30,”)
11"x17,” or “N” (10 1/2" x 15") Szed, drawing shesets.

1.
2.
3.

4.

o

10.
11.
12.

13.
14.

Man view of dam and reservoir area.

Profile and cross section of emergency spillway.

Profile on centerline of embankment and cross section a maximum fill section

(minimum, depending on Size and type of gructure).

Core trench profile and typical cross section.

Show devations, dopes, dimensions, and stationing on profiles and cross

sections.

Show location and extent of borrow area.

Principd spillway and drawdown pipes.

a Profile on centerline.

b. Show dationing, dimendions, devations.

C. Show location of related gppurtenances such as cutoff collars, pipe
supports, gates, etc.

d. Show skew angle on plan view of dam.

Structurd details - as needed to clarify drawings.

Log of soil borings - show on plansfor larger or more complex structures and

on gructures of any Sze where subsurface materia or water may be significant

for condruction.

Table of quantities - estimates.

Loceation or vicinity map - with legal description.

Congtruction notes - add notes to clarify a component and furnish directions for

ingallations by supplementing standard specifications as needed. Construction

plansfor earth dams shall include the following statement: “ According

to South Dakota State L aw no excavator may begin any excavation

without first notifying the One-Call Notification Center of the proposed

excavation. 1-800-781-7474.”

Job approval - see NEM, Part 501.

When plans are ddlivered to the cooperator - use form SD-ENG-11 to inform

cooperators and certify their understanding of the “ participant responsibilities.”

B.  Congruction Specifications - ref.: South Dakota Specification Guide for the intended
practice.

1.

2.

3.

Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additional specifications may
need to be written to provide full materid and ingdlation indructions.

Fill in blanks and add or ddete items from the specifications to make them fit
the job as needed.

Include cover shest.

NOTE: Where South Dakota Construction and Materid Specifications are used and are not modified,
acopy of the checklist of furnished specification or alisting on the congtruction plans will bein the
prectice file. Additions to the South Dakota specifications or specificaly devel oped specifications
should dso bein thefile.

V. LAYOUT

A. Layout Surveys.
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1.
2.

3.
4.
Earthw
1.

2.

3.

4.

Centerline alignment stakes.

Offset grade stakes for principal spillway, drawdown pipe, irrigation supply
conduit, etc., as necessary.

Slope or congtruction stakes for embankment and emergency spillway.
Location and grade stakes for structura components.

ork Quantity Computations.

Compute quantities in embankments, dikes, cutoff trench, and other excavations

as needed.

Methods to be used in making computations of quantities:

a EFM, Supplement No. 1 (SD-ENG-33).

b. Three-level section (SD-ENG-32).

C. Any level method (SCS-ENG-529, Technical Note, Engineering
Design SD-1).

d. Computer software - AreaVal., Ohio Cross-Sections with Quantities.

Compute quantities from layout notes. Find quantities are based on staked

lines and grades and/or approved changes.

Show quantities of al componentsin the table of quantities on the plans.

VI. COMPLIANCE CHECKING - “ASBUILT PLANS’

A.

Compliance Checking - record on field notes or construction plans (SD-ENG-19).

1.

2.
3.

o s

o N

Profiles on centerline of embankments, channdls, emergency spillway, and
pipeines.

Cross sections of emergency spillway, dam embankment, outlet channdls.
Elevations at inlet and outlet of principa spillway and other pipes and control
eevations of dl sructures.

Pipes - check length, gauge, thickness, type, diameter.

Number, type, location of gppurtenances (gates, valves, trash racks, etc.).
Dimensions of gppurtenances (trash racks, anti-vortex devices, pipe supports,
etc.)

Congtruction inspection reports (ref.: NEM, Part 512, Subpart D).

Materid certification statement (ref.. NEM, Part 512, Subpart C).

Statement of compliance - ate that construction is completed according to
plans and specifications. This should be dated and signed by person making the
determination.

“AsBuUilt’ Plans (ref.: NEM, 512.51 and 512.52).

“AsBLUilt” plansare arecord of condructed facilities. Determination of need for “As
Built” planswill be made by the person exercisng Job Approva Authority in
accordance with the NEM, Part 501. Changes are superimposed in a different color
(usudly red) on the officid file copy and show:

1
2.
3.

4.

Significent design changes.

Sgnificant! changesin linear messurement.

Fina quantities - may be based on layout stake notes, if no changes were
approved and work meets planned lines and grades.

|dentify as“AsBuilt” on plans.
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Y Determination of “significant” is amatter of judgment by the technician. Asageneral rule,
changes which exceed normal measuring error allowances, normal construction tolerances, and
methods of mathematical computation, should be considered as significant.P
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EXCAVATED FARM PONDS (Dugouts)

Livestock Water Pond (378-A)
Irrigation Pit (522-A)

GENERAL
For purpose of practice documentation there are two types of excavated ponds (dugouts):

Type“A” - Ordinary excavated ponds (dugouts) for stock water purposes. Norma spoil
placement. Y ardage caculations will not be required for each dugout. Unit of measure will be
oneunit. Thisis based on the minimum volume of the norma sized dugout congtructed in the
county by drag line and/or that constructed by scraper. When cost-sharing programs are
involved, needs and/or certification will be by unit followed by the minimum volume; i.e, 1—-
2000. Form SD-ENG-52(a) is used for Type “A” dugouts.

Type“B” - Excavated ponds (dugouts) for purposes other than stock water and dugouts for
stock water requiring specid condderation. An example of special consideration would be the
use of spail to construct embankments below dugouts. Y ardage and other design calculations
are normally required for this type of dugout. Job Plan 7.0 or form SD-ENG-52 or -52(a) is
used for Type “B” dugouts, depending on NRCS assistance.

A. References

1. SDTG, Section 1V, (378-A), (522-A).

2. EFM.

3. NEH, Appendix No. 1.

4 South Dakota Engineering Technica Note: Construction, SD-5 (for Contractor
Staking).

5. South Dakota Engineering Technical Note - Contractor Dugout Checking
Procedure, SD-6.

6. GM - Technica Development and Application, Title 450, Part SD405.03,
(Compliance with State Water Laws and Regulations).

1. INVESTIGATIONS AND SURVEYS

A. Desgn Investigations
1. Soil borings - as needed. Classfy by Unified Soil Classfication System.
Record on standard Job Plan 7.0, SD-ENG-52 or -52(@), or form SD-ENG-
45. Where borings are not used, indicate source of soils evidence that practice
will function as required.
2. Ground water eevation.
3. Drainage area - for dugouts supplied by surface runoff.
4, Loceation of underground utilities.
B. Desgn Surveys
1. Type“A” pond supplied by contractor.
2. Type“B” pond -In most cases, the design survey is combined with the layout
survey and recorded on Job Plan 7.0, Excavated Pond.
a Topographic information - as needed to determine location of spoil
materias, embankments, pipes, €tc.
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b. Profile and cross sections on enlargements - on dugout enlargements or
surveys to compute the volume of earthwork by average end area
methods, a minimum of seven cross sections should be taken asfollows:
top ends, one-half distance down end dopes; bottom edges;, center.

C. Environmentd Inventory
NEPA inventory of resources - document inventory on form SD-CPA-3.

1.
2.

1. DESIGN

Cultural resources inventory - use form SD-SSC-1.

Wetland effects (if applicable):

a Complete form SD-CPA-10, South Dakota Minima Effects
Procedure. If project meets criteriain Step 4, use expedited minimal
effect. If the Ste does not meet the criteria, proceed to Step 5 for
functiond assessment (HGM). If effects are minimd, then aMinima
Effect Agreement must be signed by owner.

b. Useform SD-ECS-7 to record effects for artificia wetlands.

A. Desgn Daa

1.

2.

3.
4.

5.

Hydrologic data - use form SD-ENG-29 or -29a.

a Where dugout depends on surface runoff - compute annua yield or
document adequacy of drainage area used.

b. Compute pesk design flows where emergency spillways are required.

Hydraulic data - emergency spillway capacity and design where channd is

restricted by excavated material. Use form SD-ENG-29 or -29a.

Dimensions of pond - dependent on runoff, Ste conditions, and water needs.

Earthwork quantity estimates - where earthwork volumeis needed (Type “B”

pond).

Structure data - surface area, storage, etc. If needed, use Job Plan 7.0.

B. Permits and approvas (if gpplicable)

1.

2.

404 Permit - document if individua permit obtained, nationwide permit gpplies,
or if practice is exempt.

Water rights - owner is respongble for obtaining water rights from SD DENR
or properly filing aLocation Notice; see GM, 450, Part 405. Document with
form SD-ENG-4.

V. CONSTRUCTION PLANS AND SPECIFICATIONS

A. Construction Plans

1.

Type“A” Pond
The following design information will be included on SD-ENG-52 or -52(a):

Spail placement, berm width.

Construction notes - add notes to clarify a component and furnish
directions for ingd|lations by supplementing sandard specifications as
needed. Construction plansfor excavated ponds shall include the

(210-V-SDEDSCM, Issue SD1, January 2002) Excavated Farm Ponds - 2

a Bottom dimensions.

b. Side and end dopes.

C. Design (minimum) depth.

d. Log of borings (as needed).
e
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following statement: “According to South Dakota State Law no
excavator may begin any excavation without first notifying the
One-Call Notification Center of the proposed excavation. 1-800-
781-7474.

o] L ocation map.

h. Job approval - ref: NEM, Part 501.

2. Type“B” Pond
Use Job Plan No. 7.0, or SD-ENG-52 or -52(a) where procedure in South
Dakota Engineering Technical Notes Construction SD-5 (Layout of New
Excavated Ponds by Conservation Contractors) or SD-6 (Excavated Pond
Hand-Level Construction Check Procedure) is used.

a Ovedl plan view.

1 Bottom dimensons.

2. Side and end dopes.

3. Depth of cuts.

4, As needed, show location or disposition of spail piles,
embankments, emergency spillway if any, and other Sgnificant
features affecting congtruction.

b. Cross section - show width and length cross sections if needed for
claification.

C. Log of soil borings or soils evidence that practice will function as
required.

d. Congtruction notes - add notes to clarify a component and furnish
directions for ingdlations by supplementing sandard specifications as
needed. Congtruction Plans for excavated ponds shall include the
following statement: “ According to South Dakota State Law no
excavator may begin any excavation without first notifying the
One-Call Natification Center of the proposed excavation. 1-800-
781-7474.

e L ocation map.

f. Table of quantities estimates - place on plan.

s} Job approval - ref.: NEM, Part 501.

h. When plans are delivered to the cooperator - use form SD-ENG-11 to
inform cooperators and certify their understanding of the * participant
responsibilities”

Congtruction Specifications

Ref.: South Dakota Specification Guide for the intended practice.

1. Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additional specifications may
need to be written to provide full materid and ingdlation indructions.

2. Fill in blanks and add or ddlete items from the specifications to make them fit
the job as needed.

3. Include cover shest.
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NOTE: Where South Dakota Construction and Materiad Specifications are used and
are not modified, a copy of the checklist of furnished specification or alising on the
congruction planswill bein the practicefile. Additionsto the South Dakota
specifications or specificaly developed specifications should dso bein thefile,

V. LAYOUT

A. Layout surveys
1. Type“A” ponds
No layout surveys required by NRCS (contractor may set stakes for his own
construction purposes).
2. Type “B” ponds

Usudly combined with the design survey - when Job Plan 7.0 is used.

a L ocate bottom corners and set grade and dope stakes for 17-point
method.

b. Set dignment and grade stakes for embankments, emergency spillways,
and pipesif used. If excavated materid is placed across the natural
channd, adequate spillway provisons must be made. If water
impounded against embankment exceeds three feet, follow embankment
specifications for earth dams.

C. Reference stakes to benchmark. Record location and elevetion.

d. Earthwork quantity - final quantities are based on staked lines and
grades or approved changes.

1. Compute volume of excavation. Use either tablesin Appendix
No. 1 or volume computation section on back of Job Plan 7.0.

2. Enlargements of existing dugouts - use form SD-ENG-32
where volumes are required. Average end areas are used to
compute volume. Use either “any leve section method” or
planimeter to obtain end areas. Refer to Design Surveysli, B,
2, for ingtructions on cross-sections.

VI.  COMPLIANCE CHECKING - “ASBUILT PLANS’

A. Compliance Checking
1. Type“A” Ponds

Where that volumeis not required and contractor does compliance checking -

use form SD-ENG-52 or -52(a).

a Contractor completes cross-sections to show that construction meets
planned dimensions.

b. Contractor certifies completion on form SD-ENG-52 or -52(a) and
returns form to NRCS or gives to owner to return to NRCS.

C. NRCS reviews contractor’ s certified form and signsto indicate
concurrence that data furnished by contractor complies with design.
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d. Spot-checks will be made by the field office for quaity control. The
minimum will be 1 per county or 10 percent, whichever is gregter.
These qudity control spot checks arein addition to the regular spot-
checking as outlined in GM, 450, Part 407.20.

Type“B” Ponds

Where earthwork volume in cubic yardsis required and NRCS has staked -

record in field notes or Job Plan 7.0.

a Take width and length cross sections.

b. Check devations and dimensions of other components such as designed
embankments or emergency spillway.

C. Compute average bottom rod reading and compare to required grade
rod.

d. Plot width and length cross sections and superimpose on design cross-
sections, if needed, for clarification and adequecy.

e Construction inspection reports - ref.. NEM, 512.41.

f. Statement of compliance - sate that congtruction is complete according
to plans and specifications. This should be dated and signed by the
technician making the determination.

B. “AsBuilt” Plans- ref.. NEM, 512,51 and 512.52).
“AsBLUIlt" plansare arecord of congtructed facilities. Determination of the need for
“AsBuilt” planswill be made by the person exercisng Job Approvad Authority in
accordance with NEM, Part 501. Changes are superimposed in a different color
(usudly red) on the officid file copy and show:

1
2.
3.

4.

Significent design changes.

Sgnificant! changesin linear messurement.

Fina quantities - may be based on layout stake notes, if no changes were
approved and work meets planned lines and grades.

|dentify as*AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, norma
congtruction tolerances, and methods of mathematica computation, should be
consdered as Sgnificant.
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GENERAL

A.

GRADE STABILIZATION

Grade Stabilization Structure (410)
Structurefor Water Control (587)

References

ONOOA~WDNPE

SDTG.

EFM, Chapters 6, 14, and 17.

South Dakota Standard Plans.

NEH, Sections 6, 11, 14.

South Dakota Engineering Technical Notes.

Technicad Releases TR-20, TR-55, TR-60.

Computer Software - lowa Ponds, Sites 98.0, EFM2, TR55.
USGS Water Resources Investigation Report 98-4055.

I INVESTIGATIONS AND SURVEY S

A.

Desgn Investigations

1.

2.

3.
Dedgn

Soil borings - where needed to determine foundation materials and
characterigics for design. May include geologicd dte investigation. Use form
SD-ENG-10, Log Sheet, SD-ENG-45, or field notebook to record.

a Classfication by Unified Soil Classfication System.

b. Determine foundation conditions.
C. Locate borrow material.
Corrosion Potentia

a Resdtivity readings or published data.
Location of underground utilities

Surveys

On smdler jobs (sandard plan size), the design survey may be combined with the
layout survey depending on judgment and experience of technician. Record in field
notebook or data collector.

1.
2.

Site topography - as needed to show physical features of structure Site.

Centerline profiles and cross sections - to establish structural proportioning and

elevations,

a Centerline, at location of structure.

b. Centerline of emergency spillway - from below inlet section down to
base grade of outlet channdl on grade stabilization dams.

C. Centerline of principd spillway far enough downstream to determine
tallwater conditions.

d. Profile in channd upstream and downstream from Structure.

e. Craoss section a maximum fill section (minimum, depending on Sze and
type of structure).

f. Cross section of emergency spillway at control section.
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C. Environmentd Inventory
NEPA inventory of resources - document inventory on form SD-CPA-3.
1 Cultural resources inventory - use form SD-SSC-1.
2. Wetland effects (if applicable).
a Complete form SD-CPA-10 (South Dakota Minimal Effects
Procedure). If project meets criteriain Step 4, use expedited Minimal
Effect. If the dte does not meet the criteria, proceed to Step 5 for
functiond assessment (HGM). If effects are minimd, then aMinima
Effect Agreement must be signed by owner.
b. Use form SD-ECS-7 to record effects for artificid wetlands.
1. DESIGN
A. Desgn data
1 Compute capacity requirements, discharge, frequency, etc. Use EFM2 or
other method.
2. Design grade and profile.
a Ditch or channd bottom.
b. Water surface.
3. Hydraulic andysis and determinations (capecity of ditch or channd and
sructure).
4, Structurd analysis (not required on standard plan sized structures).
5. Materia volume computations - includes earthwork estimates.
B. Permits and approvals (if applicable)
1. 404 Permit - document if individua permit obtained, nationwide permit gpplies,

or if practice is exempt.

V. CONSTRUCTION PLANS AND SPECIFICATIONS

A.

Congtruction plans

Use South Dakota Standard Plans to the extent possible. These areto be
supplemented by additiona drawings or pecification notes on the drawingsto provide
full ingtdlation ingructions. Larger or more complex structures require use of “N” or
“E” szed drawing sheets as appropriate.

1.

2.

N o oA

Overdl plan view - may be superimposed on Site topography, show generd

location, purpose, structure tie in with existing or planned layoui.

Profile - dong centerline of structure requires dimensond view and detailing

views. Do not use the same view for both purposes except for very smple,

sngle mat sructures.

Sectiond views - as required for clarity.

a Dimengons

b. Deailing

Hydraulics.

Reinforcing stedl schedules.

Table of quantities - estimates.

Congtruction notes - add notes to clarify a component and furnish directions for

ingtallations by supplementing standard specifications as needed. Construction

plans shdl indlude the following statement: “ Accor ding to South Dakota
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0.

10.

State L aw no excavator may begin any excavation without first notifying
the One-Call Notification Center of the proposed excavation. 1-800-
781-7474.

Location or vicinity map - Class 1V or larger; show location of work from
nearest city, town, etc. For other classes, use location map with lega
description.

Job gpprova - ref.. ENG Memo SD-8.

When plans are ddlivered to the cooperator - use form SD-ENG-11 to inform
cooperators and certify their understanding of the “ participant responsibilities.”

B. Congtruction Specifications
Ref.: South Dakota Specification Guide for the intended practice.

1.

2.

3.

Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additional specifications may
need to be written to provide full materid and ingdlation indructions.

Fill in blanks and add or delete items from the specifications to make them fit
the job as needed.

Include cover shest.

NOTE: Where South Dakota Construction and Materid Specifications are used and are not modified,
acopy of the checkligt of furnished specification or alisting on the congtruction plans will bein the
prectice file. Additions to the South Dakota specifications or specificaly developed specifications
should dso bein thefile.

V. LAYOUT

A. Layout surveys - record in field notebook

1.
2.

3.

Centerline and location aignment stakes.

Reference stakes - include extensions of the structura membersto a point
outsde of the immediate congtruction area.

Grade stakes.

B. Quantities - final quantities are based on staked lines and grades or approved changes.

VI. COMPLIANCE CHECKING - “ASBUILT PLANS’

A. Compliance checking - record on field notes or construction plans.

SubkwhNE

Congtruction surveys and measurements made during congtruction.

Structurd dimensions, controlling eevations, gppurtenances, etc.

Materia certification records (ref.. NEM, 512.20).

Materids testing results.

Construction inspection report - (ref.: NEM, SD512.32).

Statement of compliance - state that construction is complete according to plans
and specifications. This should be dated and signed by the technician making
the determination.

B. “AsBuUilt” Plans (ref.: NEM, 512,51 and 512.52).
“AsBuilt” plansare arecord of congtructed facilities. Determination of need for
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“AsBuilt” planswill be made by the person exercisng Job Approvad Authority in

accordance with the NEM, Part 501. Changes are superimposed in a different color

(usudly red) on the officid file copy and show:

1. Significent design changes.

2. Sgnificant! changesin linear messurement.

3. Fina quantities - may be based on layout stake notes, if no changes were
approved and work meets planned lines and grades.

4, |dentify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, norma
congtruction tolerances, and methods of mathematica computation, should be
consdered as Sgnificant.
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GRASSED WATERWAY (412)

GENERAL
A. References
1 EFM, Chapter 2, Chapter 3 (pages 3-37 to 3-47), and Chapter 7.

2. SDTG (412).
3. SCS-TP-61, “Handbook of Channel Design for Soil and Water Conservation.”
4, South Dakota Engineering Technica Notes.
a Hydrology - SD-1 - Determining Capacity of Natural Waterways.
b. Congtruction - SD-1 - Construction Tolerances.
5. Computer software - Ohio, Missouri Waterways

INVESTIGATIONS AND SURVEY S

A. Desgn Investigations
1. Drainage area.
2 Safe velocity for soil type.
3. Loceation of underground utilities.
4 Estimate probable end area to determine if areais greater or less than 35 square

feet.
5. Locations of waterway outlets considering erosion, sedimentation, and drainage
laws.
B. Desgn Surveys
1. Centerline profile and cross sections as heeded to provide information for

design and quantities computations.

a Estimated cross-sectiond areais lessthan 35 square feet, natural
channdl dope 1.5 percent or greater, and control of waterway channd
gradeis not required.

1 Use either hand levd or engineering leve.

2. Check dope at a minimum of two locations per reach.

3. Take two or more representative cross sections per reach as
needed to estimate volume.

b. Estimated cross-sectiond areais more than 35 square feet, or natural
channdl dope lessthan 1.5 percent, or control of waterway channel
gradeisrequired.

1. Use engineering levd.

2. Use benchmark and record description, location, and € evation.

3. Run profile and obtain sufficient cross sections to adequately
design waterway and estimate volumes.

C. Environmentd Inventory

NEPA inventory of resources - document inventory on form SD-CPA-3.
1 Cultural resources inventory - use form SD-SSC-1.
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2. Wetland effects.
a Complete form SD-CPA-10 (South Dakota Minima Effects
Procedure). If project meets criteriain Step 4, use expedited Minima
Effect. If the Ste does not meet the criteria, proceed to Step 5 for
functiond assessment (HGM). If effects are minimd, then aMinimd
Effect Agreement must be signed by owner.
b. Useform SD-ECS-7 to record effects for artificia wetlands.

1. DESIGN

A. Design data - record on form SD-ENG-29 or -29a or provide printout from software
(OHIO or Missouri Waterways Engineering Programs).
1 Hydrologic data - peak design flows for each reach.
2. Hydraulic determinations - safe vel ocities for each reach based on soils and/or
vegeta retardance.
3. Determine required dimensions and capacity for each reach.
4, Earthwork quantities - estimates as needed.
B. Permits and Approvas
1 404 permit (if gpplicable) - document if individua permit obtained, nationwide
permit applies, or if practice is exempt.

V. CONSTRUCTION PLANS AND SPECIFICATIONS

A. Congtruction plans - use form SD-ENG-3, SD-ENG-25 (Job Plan 8.0), or appropriate
“E” or "N” dzed sheets.

1. Overdl plan view - may be superimposed on location map. Show dtationing

and identify reaches.

2. Profile - centerline of waterway. Show origina ground superimposed on
design, grade, stationing, reaches, etc. Centerline profiles are required on
waterway's requiring grade control or cross-sectiona areas greater than 35
square feet. Also, for other waterways as needed based on judgment of
technician with Job Approva Authority.

Cross sections - show typica cross sections for each reach.

4, Congtruction notes - add notes to clarify or furnish direction in construction.

a On waterways with cross-sectiona arealess than 35 square feet that
were surveyed with ahand level, the satement “The completed
waterway shall have no reversegrade.” isrequired. The statement
is optiona on waterways surveyed with an engineering level.

b. Congtruction plans for grassed waterways shdl include the following
gatement: “ According to South Dakota State L aw no excavator
may begin any excavation without first notifying the One-Call
Notification Center of the proposed excavation. 1-800-781-
1474

Quantity estimates - place on plans.

Job approva —ref.. NEM, Part 501.

Location or vicinity map - location map with lega description.

When plans are delivered to the cooperator - use form SD-ENG-11 to inform

cooperators and certify their understanding of the “participant responsibilities.”
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B.

Congtruction Specifications

Ref.. South Dakota Specification Guide for Grassed Waterway or Outlet.

1. Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additional specifications may
need to be written to provide full materid and ingdlation indructions.

2. Fill in blanks and add or ddlete items from the specifications to make them fit
the job as needed.

3. Include cover shest.

NOTE: Where South Dakota Construction and Materid Specifications are used and are not modified,
acopy of the checklist of furnished specifications or alisting on the congtruction plans will bein the
prectice file. Additions to the South Dakota specifications or specificaly developed specifications
should dso bein thefile.

V. LAYOUT

A.

Cross-sectiona areas |ess than 35 square feet and waterways not requiring grade
control - use hand level or engineering level and record in field notebook or on form
SD-ENG-3.

1 Set stakes for aignment, depth, and grade as needed.

2. Obtain sufficient cross sections per design reach to estimate cross-sectiona
areas and earthwork quantities, if needed. Fina quantities are based on staked
lines and grades or approved changes.

Cross-sectiona areas greater than 35 square feet or waterways requiring grade control

- use engineering leve, record in field notebook or on form SD-ENG-3.

1 Set aminimum of one reference stake or dope stake at each Station to control
aignment and grade as designed.

2. Set stations on grade or land dope changes and at an interva based on the
judgment of the technician with Job Approva Authority. Recommended
maximum interva - 100 feet.

3. Obtain sufficient cross sections per design reach to caculate volumes by
average end areamethod. Final quantities are based on staked lines and grades
or approved changes.

VI.  COMPLIANCE CHECKING - “ASBUILT PLANS’

A.

Compliance Checking - record in field notes or on SD-ENG-3.

1 The same engineering equipment should be used to the same degree of intendty
as used in design and congtruction check surveys.

2. Check profile for grade.

3. Check width, depth, and side dopes. Minimum of one cross section per design
reach.

4, Mesasure length.
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o NG

Statement on temporary or permanent erosion control measuresinstaled.
Statement regarding status of seeding.

Congtruction inspection report - form SD-ENG-19 —ref.: NEM SD512.32.
Statement of compliance - state that construction is complete according to plans
and specifications. Date and Sgn by the technician with job gpprovad authority.

“AsBuilt” Flans- (ref.: NEM, 512.51 and 512.52)

“AsBLUilt" plansare arecord of congructed facilities. Determination of need for “As
Built” planswill be made by the person exerciang job gpprova authority in accordance
with the NEM, Part 501. Changes are superimposed in a different color (usualy red)
on the officid file copy and show:

1
2.
3.

4.

Significent design changes.

Sgnificant! changesin linear messurement.

Fina quantities - may be based on layout stake notes, if no changes were
approved and work meets planned lines and grades.

|dentify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, norma
congtruction tolerances, and methods of mathematica computation, should be
consdered as Sgnificant.
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IRRIGATION LAND LEVELING (464)

GENERAL
A. References
1. EFM, Chapter 15.
2. SDTG, Section IV.
3. South Dakota Irrigation Guide.
4, NEH, Section 15.
5. Irrigation plan for the unit.
a The proper fidd arrangement and farm distribution system must be
planned before leveing is designed or inddled. (Ref: Irrigation
Planning Section of South Dakota Irrigation Guide.)
6. Computer software - Plane Surface Design (PSD), Terramodel, (or other
design software).
. INVESTIGATIONS AND SURVEY S

A. Dedgn invedtigations

1.

2.
3

Detalled soil survey for irrigation - the published soil survey datais generdly not
detailed enough for the information required for land leveling desgn. A ol
survey should be completed on the leveling area to determine irrigation
suitability, topsoil depths, depth to gravel, and presence of any other features
which would affect the designers decisons on dlowable depth of cut, suitable
borrow aress, etc.

Source, quantity, and qudity of water.

Loceation of underground utilities.

B. Design Surveys

1.

2.

3.

C. Environ
NEPA i
1.
2.

Topography or topographic map of survey area. Typicdly the areawill need to
be gridded prior to making the survey. The grid points will provide reference
points to use later when congtruction staking is completed. A topographic
survey may be of vaue prior to making the grid survey on irregular shaped fidds
which have very gradud and irregular dopes. The resulting contour map can be
useful in determining the mogt efficient direction to level, which will then
determine the direction for grid layout.

Grid point elevations - field notebook, grid sheet, or data collector (total station

surveys).

Water surface devations for supply and wastewater outlets.

mentd Inventory

nventory of resources - document inventory on form SD-CPA-3.

Cultura resources inventory - use form SSC-1.

Wetland effects (if applicable).

a Complete form SD-CPA-10 (South Dakota Minimal Effects
Procedure). If project meets criteriain Step 4, use expedited minimal
effect. If the Ste does not meet the criteria, proceed to Step 5 for
functiona assessment (HGM). If effects are minima then aMinimd
Effect Agreement must be signed by owner.
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1. DESIGN

b. Use form SD-ECS-7 to record effects for artificia wetlands.

A. Design data - record on land leveling grid (SCS-ENG-313, SCS-ENG-42, or CADD
printout/plot).

1.

abronN

6.

Determine and record ground eevation, design eevation, and cut/fill amounts
for grid points.

Planned grades for each field or bench.

Supply laterds and drains.

Location and devations of structures, pads, ditches, etc., needed.

Bdance lines as needed (areas within which volumes of cut and fill are

balanced).
Quantity and cost estimates (SD-ENG 12).

B. Permits and Approvas (if applicable)

1.

Water rights - owner is responsgible for obtaining water rights from SD DENR
or properly filing aLocation Notice; see GM, 450, Part 405. Document with
form SD-ENG-4.

V. CONSTRUCTION PLANS AND SPECIFICATIONS

A. Congruction Plans

1.

Noahs~wWN

8.
0.

Ovedl plan view showing cuts and/or fills on grid points, design eevations, and
dopes.

Location of ditches, drains, field laterals, structures, pads, and roads.

Baance lines as needed.

Show location and extent of borrow areas as needed.

Table of quantities - estimates.

Loceation or vicinity map - with lega description.

Congtruction notes - add notes to clarify a component and furnish directions for
ingalations by supplementing standard specifications as needed. Construction
Pansfor land leveing sysems shdl include the following statement:

“ According to South Dakota State L aw no excavator may begin any
excavation without first notifying the One-Call Notification Center of the
proposed excavation. 1-800-781-7474.”

Job approval - see NEM, Part 501.

When plans are ddlivered to the cooperator - use form SD-ENG-11 to inform
cooperators and certify their understianding of the * participant respongbilities.”

B. Congtruction Specifications
Ref: South Dakota Specification Guide for the intended practice.

1.

Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additional specifications may
need to be written to provide full materid and ingdlation indructions.

Fill in blanks and add or ddlete items from the specifications to make them fit
the job as needed.

Include cover shest.
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NOTE: Where South Dakota Construction and Materid Specifications are used and are not modified,
acopy of the checklist of furnished specification or alisting on the congtruction plans will bein the
prectice file. Additions to the South Dakota specifications or specificaly developed specifications
should dso bein thefile.

V. LAYOUT

A. Layout surveys (use field notebook).

1.
2.

Mark, cut, or fill on grade stakes a grid points.
Location and grade stakes for ditches, ditch pads, drains, etc.

B. Earthwork quantity computations

1.

Quantities are based on design eevations or approved changes. Y ardage
volumes may be obtained using gppropriate desgn software, or one of the
manua computation methodsin NEH 15, Chapter 12.

VI.  COMPLIANCE CHECKING - “ASBUILT PLANS’

A. Compliance checking - record on field notes or congtruction plans (SD-ENG-19).

1.

o0k wN

Rod reading of devations dong selected lines showing congtructed eevations
and grades. Record in field notebook, on congtruction plan grid sheet or using
data collector. Check down dope and cross dope in selected locations.
Recheck notes or eevations on parts of field that had to be reworked.

Visud check for overdl workmanship.

Construction ingpection reports (ref: NEM, Part 512, Subpart D).

Materid certification statement (ref: NEM, Part 512, Subpart C).

Statement of compliance - ate that congtruction is completed according to
plans and specifications. This should be dated and signed by the person with
proper Job Approva Authority.

B. “AsBuilt” Plans (ref: NEM, 512.51 and 512.52).
“AsBLUilt” plansare arecord of condructed facilities. Determination of need for “As
Built” planswill be made by the person exercisng Job Approva Authority in
accordance with NEM, Part 501. Changes are superimposed in a different color
(usudly red) on the officid file copy and show:

1
2.
3.

4.

Significent design changes.

Sgnificant! changesin linear messurement.

Fina quantities - may be based on layout stake notes, if no changes were
approved and work meets planned lines and grades.

|dentify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asagenerd rule, changes
which exceed norma measuring error alowances, norma congtruction tolerances, and methods of
mathematical computation, should be consdered as significant.
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IRRIGATION PIPELINE

Aluminum Tubing (430-AA)

High Pressure Underground Plastic (430-DD)
L ow Pressure Underground Plagtic (430-EE)
Steel (430-FF)

Reinforced Plagtic Mortar (430-GG)

GENERAL

A. References

EFM, Chapters 3 and 5.

South Dakota Irrigation Guide.

NEH, Part 652, Irrigation Guide.

NEH, Sections 15, Irrigation, and 3, Hydraulics

SDTG, Section V.

South Dakota Standard Engineering Plans (Job Plans).

Irrigation plan for the unit —ref.. Irrigation Planning Section of South Dakota
Irrigation Guide.

8. South Dakota Engineering Technica Notes.

Noak~wbdrE

1. INVESTIGATIONS AND SURVEY S

A. Design Investigaions
1 Soil borings- record on form SD-ENG-45 or SD-ENG-10 to determine trench
and bedding requirements, as needed.
2. Corrosion potentid or conditions (for metd pipe) - soil resdtivity readings or
other published soils data.
3. Loceation of underground utilities.
B. Design Surveys
1 Profile dong centerline of pipeline - include dl control points, such as structure
elevations, critical field elevations, road crossings, drain points, etc.
2. Topographic map - where required to aid in postioning pipeline, determine
outlet locations, irrigation methods, etc.
3. All pertinent water surface elevations - water supply ditch, check structures,
high water marks, etc.
C. Environmentd Inventory
NEPA inventory of resources - document inventory on form SD-CPA-3.
1. Cultura resources inventory- use form SD-SSC-1.
2. Wetland effects (if applicable).
a Complete form SD-CPA-10 (South Dakota Minimd Effects
Procedure). If project meets criteriain Step 4, use expedited Minimal
Effect. If the dte does not meet the criteria, proceed to Step 5 for
functiond assessment (HGM). If effects are minimd, then aMinima
Effect Agreement must be signed by owner.
b. Use form SD-ECS-7 to record effects for artificia wetlands.
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1. DESIGN

A.

B.

Design
1.

2.
3.
4.
Permits
1.

data - record on standard data sheets and/or appropriate worksheets.
Capacity requirements - determination of design capacity; such as pesk
consumptive crop use, irrigation method requirements, irrigation water
availability (may be determined by others on group systems or projects).
Hydraulic data - use form SD-ENG-5, 5b, 7, 9, or 9a.

Structurdl design computations, depending on structura needs.

Quantity and cost estimates (SD-ENG 12).

and Approvas (if applicable)

Water rights - owner is respongble for obtaining water rights from SD DENR,;
see GM, 450, Part 405. Document with form SD-ENG-4.

V. CONSTRUCTION PLANS AND SPECIFICATIONS

A.

Congtruction Plans
Use South Dakota standard plans to the extent possible. These are to be supplemented
by additiona drawings or specification notes on the drawings to provide full ingalation

ingtructi

11"x17,

1.

ons. Larger or more complex structures may require use of “E” (217 x 30,”)

" or“N” (10 /2" x 15”) sized, drawing shests.

Ovedl plan view - should be of sufficient Sze to show aignment, Sationing,
areas involved, culturd features, reference points, and pipeline appurtenances.

2. Profiles and design grades - show origind ground surface and pipeline invert
elevations and grades. Should show stationing, gppurtenances, and other
information related to congtruction.

3. Hydraulics - pipe capacities and pressures

4, Structural details - as needed to clarify drawings and show congtruction detalls,
include plan views and sectiond views.

5. Table of quantities - estimates.

6. Locetion or vicinity map - with legal description.

7. Construction notes - add notes to clarify a component and furnish directions for
ingtallations by supplementing standard specifications as needed. Construction
Fans shdl include the following satement: “ According to South Dakota
State L aw no excavator may begin any excavation without first notifying
the One-Call Notification Center of the proposed excavation. 1-800-
781-7474.

8. Job approval - see NEM, Part 501.

0. When plans are ddlivered to the cooperator - use form SD-ENG-11 to inform
cooperators and certify their understanding of the “participant responsibilities’.

Congruction Specifications

Ref: South Dakota Specification Guide for the intended practice.

1.

Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additiona specifications may
need to be written to provide full materid and ingdlation indtructions.
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2.

3.

Fill in blanks and add or ddlete items from the specifications to make them fit

the job as needed.

Include cover shest.

NOTE: Where South Dakota Construction and Materid Specifications are used and are not modified,
acopy of the checklist of furnished specification or alisting on the congtruction plans will bein the
prectice file. Additions to the South Dakota specifications or specificaly developed specifications
should dso bein thefile.

V. LAYOUT

A. Layout Surveys (use field notebook)

1

2.
3.
4.

Centerline alignment stakes.

Offset grade stakes.

Location and grade stakes for structures and pipeline appurtenances.
Quantities - find quantities are based on staked lines and grades or approved
changes.

VI. COMPLIANCE CHECKING - “ASBUILT PLANS’

A. Compliance checking - record on field notes or congtruction plans (SD-ENG-19).

1.

N

o Uk w

o N

Profiles of pipe trench bottom (on short pipelines aminimum of three
measurements required to determine depth of cover).

Measured length of lines by sizes, kinds, and classes or types of pipe, including
gations of al gppurtenances.

Elevations a water control structures.

Pipe gauges, thickness, pressure ratings, and markings.

Protective coating used and/or cathodic protection provided.

Number, type, location of gppurtenances including drains, screens, valves,
pressure regulators, outlets, air vents, stand pipes, etc.

Congtruction ingpection reports (ref.: NEM, Part 512, Subpart D).

Materid certification Satement (ref.. NEM, Part 512, Subpart C).

Statement of compliance - ate that construction is completed according to
plans and specifications. This should be dated and signed by person making the
determination.

B. “AsBuilt” Plans (Ref: NEM, 512.51 and 512.52).
“AsBuilt” plansare arecord of congtructed facilities. Determination of need for “As
Built” plans will be made by the person exercising Job Approva Authority in
accordance with the NEM, Part 501. Changes are superimposed in a different color
(usudly red) on the officid file copy and show:

1.
2.
3.

4.

Significant design changes.

Significant? changesin linear measurement.

Final quantities - may be based on layout stake notes, if no changes were
approved and work meets planned lines and grades.

Identify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, norma
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congtruction tolerances, and methods of mathematica computation, should be
congdered as sgnificant.
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PIPELINE

Pipeline (516)

GENERAL
A. References
1. SDTG (516).
2. EFM, Chapters 3 (page 3-83 to 3-88), and Chapter 12 (pages 12-42.1SD
and 12-49SD).
3. South Dakota Engineering Technica Notes.
4, NEM, Part 503 (Engineering Activities Affecting Utilities).
5. Design needs for domestic use - “Planning for an Individua Water System” by
AAVIM.
6. Montana Stockwater Pipdines (NRCS, Bozeman, Montana).
7. NDPIPE (North Dakota Pipe software used for pipdine hydraulics

cdculations).

1. INVESTIGATIONSAND SURVEYS

A. Desgn Investigations

1
2.
3.
4.
S.
6

B. Dedgn
1.

Livestock served in each pasture, tota livestock served by system, season of
use, number of farmsteads and houses.

Soils and geologic investigation - as required; determine routes congdering soil
depths and topography.

Source of water - available flow rates, depth to water and expected
temperature.

Pressure at source - existing pump model number, pressure tank sizes and
ratings, artesian pressures, etc.

Outlets - planned location and type of outlets, including planned tank sizes, and
pressure required at houses.

Loceation of underground utilities.

Surveys

Profile dong centerline of pipeline adequate to determine pipeline control
eevations and lengths. Use USGS quadrangles, precision dtimeters combined
with agrid photos, or total station surveys, as appropriate.

C. Environmentd Inventory
NEPA inventory of resources - document inventory on form SD-CPA-3.

1.
2.

Cultural resources inventory - use form SD-SSC-1.

Wetland effects (if applicable).

a Complete form SD-CPA-10 (South Dakota Minimal Effects
Procedure). If project meets criteriain Step 4, use expedited minimal
effect. If the Ste does not meet the criteria, proceed to Step 5 for
functiona assessment (HGM). If effects are minima then aMinimd
Effect Agreement must be signed by owner.

b. Useform SD-ECS-7 to record effects for artificia wetlands.
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DESIGN

A. Desgn Data
Use form SD-ENG-48, Pipdine, SD-ENG-5C, Stockwater Pipeline Design Data, or
other worksheet or software as applicable. SD-ENG-48 is used primarily for
Engineering Job Class | or 1l (ref.: NEM 501.04) and for documenting a contractor’s

design.
1.
2.
3.
4

Design flow based on livestock served, household needs, tank sizes, etc.
Hydraulic determinations to support pipeline Sizes, pressure requirements, etc.
Pipeline sizes and pressure ratings for each pipeline reach.

Cost estimates.

B. Permits and Wetland Impacts

1.

2.

404 Permit - document if individua permit obtained, nationwide permit applies,
or if practiceisexempt.

Domestic use for farm, ranch, household, and livestock use from other than a
common water distribution system in excess of ether 25,920 gpd (18 gpm
continuoudly for 24 hrs.) or 25 gpm requires awater permit.

CONSTRUCTION PLANS AND SPECIFICATIONS

Use“E” or “N” sized drawing sheets and Job Plan No. 12.0 as applicable and appropriate.
Form SD-ENG-48 is adequate for a congtruction plan on ingtdlations utilizing conservation
contractors for design and certification. Job Plan 12.1 is gppropriate for Job Class|, 11, and 111
pipeines of low complexity.

A. Congruction Plans

1.

Overdl plan view - showing dl pipdlines, physica features such as roads,
fences, public or private utilities, etc. Show pipedine identification, stationing,
and appurtenance locations.

Profile dong centerline of pipeines - required on Class IV sized jobs (ref:
NEM, Part 501.04) or larger. Profiles may aso be needed on smaller jobs of
above average complexity dependent on the judgment of the technician having
job approva authority. Show depths, appurtenances, pipe graddines, hydraulic
graddines, gatic headline, changesin pipe szes and ratings, €tc.

Appurtenance details - show details of pipelines gppurtenances such as water
bars, manholes, stop and drain valves, air release vaves, regulators, etc., as
needed and applicable. (Ref.: Job Plan 12.0.)

Congtruction notes - add notes to clarify a component and furnish directions for
ingalations, supplementing standard specifications. Congtruction Plans for
gockweter pipdines shal include the following statement: “ According to
South Dakota State L aw, no excavator may begin any excavation
without first notifying the One-Call Notification Center of the proposed
excavation. 1-800-781-7474.”

Location or vicinity map - show lega description and location from nearest
town, city, etc., for Job Class |V and V. For other classes - location map with
legd description.

Table of quantities.

Job approvd - ref.. NEM, Part 501.
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8.

When plans are delivered to the cooperator - use form SD-ENG-11 to inform
cooperators and certify their understanding of the “participant responsibilities.”

B. Congruction Specifications
(Ref.: South Dakota Specification Guide for Pipdines)

1.

2.

3.

Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additiona specifications may
need to be written to provide full materid and ingdlation indtructions.
Congtruction Specification “ Stockwater Pipeline RC20” may be used in place
of separate congtruction specifications and materia specifications for Job Class
[, 11, and 11l pipeines using plagtic pipe.

Fill in blanks and add or ddlete items from the specifications to make them fit
the job as needed.

Include cover sheet.

NOTE: Where South Dakota Construction and Materid Specifications are used and are not modified,
acopy of the checklist of furnished specification or alisting on the congtruction plans will bein the
prectice file. Additions to the South Dakota specifications or specificaly developed specifications
should dso bein thefile.

C. Layout Surveys

1 Alignment stakes and flags as needed to mark pipeline route (also identifies area
inventoried for cultural resources) and locate appurtenances, pipe changes,
waterbars, etc.

V. COMPLIANCE CHECKING - “ASBUILT PLANS’

A. Compliance Checking - record in field notebook or on form SD-ENG-48 as

gpplicable.

1. Length of dl linesincluding stationing of laterals, appurtenances, pipe changes,
and outlets.

2. Measured depth of lines (if checked during construction inspection).

3. Materids certification - record pipe markings. (All pipe shal be marked with:
Sze, type of plastic, SDR or PR, ASTM, and manufacturer’s name.) NSF sedl
must be marked on pipeif pipelineisto be used for potable water. Pipe not
marked with gpplicable markings will require a manufacturer’ s written
certification.

4, Congtruction inspection - (ref.: NEM, SD512.32).

5. Certification statement - practice components - form SD-ENG-2.

6. Statement of compliance - Sate congtruction is complete according to plans and

gpecifications. This should be dated and signed by the technician making the
determination.

B. “AsBuUilt” Plans (ref.: NEM,512.51 and 512.52).
“AsBuilt” plansare arecord of congtructed facilities. Determination of need for “As
Built” plans will be made by the person exercisng Job Approva Authority in
accordance with the NEM, Part 501. Changes are superimposed in a different color
(usudly red) on the officid file copy and show:

1.

Significant design changes.
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Sgnificant! changesin linear messurement.

Final quantities - measured quantities based on design route, layout, or other
approved changes.

|dentify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, norma
congtruction tolerances, and methods of mathematica computation, should be
consdered as Sgnificant.
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SPRING DEVELOPMENT

Spring Development (574)

GENERAL

A.

References

1. SDTG, (574, 516, 614).
2. EFM, Chapters 3 and 12.
3. NEM.

INVESTIGATIONS AND SURVEYS

A. Design Investigaions
1 Soil borings - record on form SD-ENG-45 or SD-ENG-10.
2. Livestock served in each pasture, totd livestock served by the system, season
of use, number of farmsteads and houses.
3. Geologic investigation - as required.
4, Location of underground utilities.
B. Design Surveys
1 Topographic information - record in field notes - as required for design.
2. Profiles and cross sections - as required.
3. Control eevations and locations of weter levels.
a Impermeable or redtrictive barriers.
C. Environmentd Inventory
NEPA inventory of resources - document inventory on form SD-CPA-3.
1. Cultura resources inventory- use form SD-SSC-1.
2. Wetland effects.
a Complete form SD-CPA-10 (South Dakota Minimal Effects
Procedure). If project meets criteriain Step 4, use expedited minimal
effect. If the Ste does not meet the criteria, proceed to Step 5 for
functiona assessment (HGM). If effects are minima then aMinimd
Effect Agreement must be signed by owner.
DESIGN
A. Desgn Data

1. Edtimated yield of spring, if such evidence exids.
2. Livestock or other water needs - ref.: SDTG Standards 614 and 516.
3. Ddivery and overflow pipe.

a Hydraulics - to support Size, etc.
4, Collection system.
a Pipe sze determinations.

b. Gravd or filter pack design.
5. Materid quantity estimates.
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B. Permits and Wetland Impacts

1.

404 Permit - document if individua permit obtained, nationwide permit applies,
or if practice is exempt.

V. CONSTRUCTION PLANS AND SPECIFICATIONS

A. Congtruction Plans
Use Job Plan or appropriate “E” sized (21" x 30”) or “N” SIZED (10 %2’x 15”) NRCS

plan sheets as deemed necessary.

1 Overdl plan view - showing layout of collection system, ddivery and overflow
pipe, and watering facilities and fencing.

2. Profile - dong centerline of collection system, collection box, ddivery and
overflow pipe, and watering facility. Show origind ground leve with facilities
superimposed thereon, pertinent eevations, stationing, €etc.

3. Cross sections - as gpplicable.

4, Grave pack or filter gradations - as needed.

5. Structura details - collection box, barrier, etc., as necessary to clarify intent.

6. Location map with lega description.

7. Table of quantities - estimates - put on plans.

8. Construction notes - as needed for clarity of drawings, specifications, etc.
Congtruction Plans for spring developments shdl include the following
datement: “ Accor ding to South Dakota State L aw no excavator may
begin any excavation without first notifying the One-Call Notification
Center of the proposed excavation. 1-800-781-7474.”

0. Job approvd - ref.: NEM, Part 501.

10.  When plans are delivered to the cooperator - use form SD-ENG-11 to inform

cooperators and certify their understanding of the “participant responsibilities.”

B. Congruction Specifications
Ref.: South Dakota Specification Guide for Spring Development.

1.

2.

3.

Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additiona specifications may
need to be written to provide full materid and ingdlation indructions.

Fill in blanks and add or delete items from the specifications to make them fit
the job as needed.

Include cover sheet.

NOTE: Where South Dakota Construction and Materia Specifications are used and are not modified,
acopy of the check list of furnished specification or aligting on the congtruction planswill bein the
practicefile. Additionsto the South Dakota specifications or specificaly developed specifications
should dso bein thefile.
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V. LAYOUT

A. Layout surveys - record in field notebook.

1
2.
3.

Set centerline dignment stakes for facilities.
Offset grade or dope stakes.
Location and grade stakes for structures.

B. Quantities of materids - find quantities are based on staked lines and grades or
approved changes.

VI.  COMPLIANCE CHECKING - “ASBUILT” PLANS

A. Compliance checking - record in field notebook or construction plans.

1.

No o s

Collection system
a Pipe - 9ze, type, length.
b. Installed devations.

C. Grave pack - dimensions, extent, gradation, €etc.

d. Collection box - Sizes, materids, elevations.

Ddivery sysem

a Pipe - Sze, type, length, levations.

Water fadility.

a Type, overflow outlet pipe materids, Sze.

Materids certification - ref.. NEM, SD512.21.

Certification statement - practice components - form SD-ENG-2.
Construction inspection report - form SD-ENG-19 - ref.: NEM, SD512.32.
Statement of compliance - Sate that construction is completed according to
plans and specifications. This should be dated and signed by the technician with
Job Approva Authority.

B. “AsBuilt” Plans (ref.: NEM, 512.51 and 512.52).
“AsBuilt” plansare arecord of congtructed facilities. Determination of need for “As
Built” plans will be made by the person exercisng Job Approva Authority in
accordance with the NEM, Part 501. Changes are super-imposed in a different color
(usudly red) on the officid file copy and show:

1.
2.
3.

4.

Significant design changes.

Significant? changesin linear measurement.

Final quantities - may be based on layout stake notes, if no changes were
approved and work meets planned lines and grades.

Identify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, norma
congtruction tolerances, and methods of mathematica computation, should be
congdered as sgnificant.
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STREAMBANK AND SHORELINE PROTECTION

Streambank and Shor eline Protection (580)
(and Bio-Engineering)

GENERAL
A. References

1. SDTG, 580.

2. EFH; Chapter 16 (Streambank and Shoreline Protection), Chapter 18 (Soil
Bio-Engineering for Upland Sope Protection and Erosion Protection), Part
653, Stream Corridor Restoration.

3. Technical Release 25 - Design of Open Channels; Technica Release 59 -
Hydraulic Design of Riprap Gradient Control Structures.

4. EFM, Chapter 10.

5. Nationd Water and Climate Center Technica Note 99-1, Stream Visud
Assessment Protocol.

6. Applied River Morphology; Rosgen, 1996.

7. Stream Barb Design Note, Verson 1, West Region Technica Specididts,
11/16/98.

8. Streambank Erosion Control Manua, U.S. Army COE, 3/93.

0. Federa Highway Administration HEC no. 23, Bridge Scour and Stream
Instability Counter Measures (bendway weir design guidance).

10. Peak Flow Frequency Estimates through 1994 for Gauged Streams in South
Dakota, U.S. Geologica Survey, Open File Report 96-202, 1996.

11.  Techniquesfor Estimating Peak-FHow Magnitude and Frequency Relations for
South Dakota Streams, report 98-4055, 1998.

12. Stream Channel Reference Sites: Anillugtrated Guide to Fidd Technique -

Generd Technica Report RM-245, USDA - Forest Service.

1. INVESTIGATIONS AND SURVEY S

A. Design Investigaions

1.

2.
3.

o U

Aeria photographs - as needed to compare historical photos with current
stream configuration to assess recent changes, dterations, Snuosty, etc.

Soils investigations - bed and bank materias of stream.

Channel characteristics of stable reaches upstream or downstream of project,
including riparian vegetation, channd geometry, grazing influences, etc.
Assessment of causes relative to the stream ingtability - channdlization,
downcutting, grazing impacts, naturd laterd migration, other man caused
disturbances, etc.

Project location relative to habitat/range of threatened and endangered species.
Locetion of underground utilities.
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7. Stream classification - stream segments to be protected shdl be classfied to

insure protection measures are compatible with stream type.

a Feld determined bank full stage.

b. Bank full discharge (1.5 yr.).

C. Survey data - as needed to determine stream type.

d. Width/depth ratio - an index vaue computed using the bankfull
width/mean bank full depth.

e. Entrenchment ratio - acomputed index vaue which is the flood prone
width (which occurs & an eevation twice the maximum bankfull
depth)/bankfull widith.

Design Surveys
1. Site topography - as needed to show physical features of Site.
2. Centerline profiles and cross sections - as needed upstream and downstream of

project for water surface profile computation, stream classification, design, etc.
a Profiles of thaweg of channd, low bank height, water surface eevation.
b. Location of stream morphology features - start and end of pool and
riffle sections, etc.
Environmentd Inventory
NEPA inventory of resources - document inventory on form SD-CPA-3.
1. Cultura resources inventory- use form SD-SSC-1.
2. Wetland effects.
a Streambank gabilization projects will usudly involve locations which are
under COE jurisdiction and may require permitting under 404
regulaions. Other determinations of wetland effects not required unless
project will affect wetlands beyond bed and bank of the stream being
Stabilized.

DESIGN

Desgn Daa

1 Determine frequency vs. discharge data - use EFM2, TR55, or USGS flood
frequency data as gpplicable. (Note: Hydrology determined with EFM2
and/or TR55 may not accurately reflect the bankfull geomorphic characterigtics
of naturd channels, but may provide a quick approximation.)

Hydraulic anadlyss - determine stage, discharge, velocity relationships.
Calculate water surface profile elevations as gppropriate (WSP2, HEC-RAYS).
3. Protective measure andysis.

Bank protection measures are gppropriate - considering geomorphic principdas,
risk tolerance, economics, esthetics, etc.

5. Stability andysis - as gppropriate for structural and/or bio-engineering

N

»

measures.
6. Structura andysis (not required for stlandard plan practices).
7. Desgn devaions.

8. Materid volume computations - includes estimates of earthwork, rock,
vegetative components, geotextile and erosion control fabrics, etc.

0. Cost estimates (include estimates of labor hours provided by sponsor/owner).

Permits and Approvads
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1.

404 Permit - document if individua permit obtained, nationwide permit applies,
or if practice is exempt.

V. CONSTRUCTION PLANS AND SPECIFICATIONS

A. Congtruction Plans
Use standard drawing component details to the extent possible. These are available for
many components on various Internet sSites as CADD drawings available for download.
These are to be supplemented by additiona drawings or specification notes as needed
on the drawings to provide full ingdlation indructions. Larger or more complex
structures require use of “N” or “E’ Sized drawing sheets as appropriate.

1.

2.
3.

»

6.
7.

Overdl plan view - may be superimposed on site topography; show location,
gationing, planned protective measures, etc.

Profile - profile dong centerline of stream channd, as needed.

Sectiond views - as required for detailing, dimensioning, planned eevations,
etc.

Table of quantities - estimates.

Loceation or vicinity map - for Class 1V or larger, show location of work from
nearest city, town, etc., for other classes, location map with legal description.
Job approvd - ref.: NEM, Part 501.

When plans are delivered to the cooperator - use form SD-ENG-11 to inform
cooperators and certify their understanding of the “participant responsibilities.”

B. Congruction Specifications
Ref.. South Dakota Specification Guide Streambank and Shoreline Protection, 580.

1.

2.

3.

Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additiona specifications may
need to be written to provide full materid and ingdlation indructions.

Fill in blanks and add or delete items from the specifications to make them fit
the job as needed within job approva authority limitetions.

Include cover sheet.

NOTE: Where South Dakota Construction and Materid Specifications are used and are not modified,
acopy of the checklist of furnished specifications or alisting on the congtruction plans will bein the
practicefile. Additionsto the South Dakota specifications or specificaly developed specifications
should dso bein thefile.

V. LAYOUT

A. Layout surveys - record in field notebook.

1.

Centerline and location dignment stakes.
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Reference stakes - include extensions of the structurd membersto a point
outside of the immediate congtruction area.

Grade stakes.

Quantities - final quantities are based on staked lines and grades or approved
changes.

VI. COMPLIANCE CHECKING - “ASBUILT PLANS’

A. Compliance checking - record on field notes or construction plans.

s owdNE

Congtruction surveys and measurements made during construction checks.
Structurd dimensions, controlling eevations, gppurtenances, etc.

Materials testing results.

Construction inspection reports - (ref.: NEM, SD512.32).

Statement of compliance - state that construction is complete according to plans
and specifications. This should be dated and sgned by the technician making
the determination.

B. “AsBuilt’” Plans (ref.: NEM, 512.51 and 512.52).
“AsBLUIlt" plansare arecord of congtructed facilities. Determination of the need for
“AsBuilt” planswill be made by the person exercisng job gpprova authority in
accordance with the NEM, Part 501. Changes are superimposed in a different color
(usudly red) on the officid file copy and show:

1
2.
3.

Significent design changes.

Sgnificant! changesin linear messurement.

Fina quantities - based on layout stake notes, measured quartities, and/or
design quantities as appropriate, if no changes were gpproved and work meets
planned lines and grades.

Identify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, normal
congtruction tolerances, and methods of mathematica computation, should be
congdered as sgnificant.
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SUBSURFACE DRAIN (606)

GENERAL
A. References
1. EFM), Chapter 14.
2. SDTG, 606.
3. NEH, Section 16.
4 Drainmod computer software.

INVESTIGATIONS AND SURVEYS

A. Dedgn
1

2.

3.
B. Dedgn
1.

2.
3.
4.

Investigations

Geologic survey as needed.

a Soil borings as needed (record on form SD-ENG-10 or SD-ENG-45).
b. Soil survey.

Specid sudies such as ground water and hydraulic conductivity as needed for
design.

Loceation of underground utilities.

Surveys

Topographic detail - as needed to reflect topography and details such as roads,
fence lines, location, and elevation of test wells, etc., (fidd notes or data
collector).

Profile dong centerline of drain.

Cross sections off centerline as required.

Control eevations and locations of outlets, test wells, ground water, inlets, and
junctions.

C. Environmentd Inventory
NEPA inventory of resources - document inventory on form SD-CPA-3.

1.
2.

DESIGN

Cultural resources inventory- use form SD-SSC-1.

Wetland effects.

a Complete form SD-CPA-10 (South Dakota Minimal Effects
Procedure). If project meets criteriain Step 4, use expedited minimal
effect. If the Ste does not meet the criteria, proceed to Step 5 for
functiona assessment (HGM). If effects are minima then aMinimd
Effect Agreement must be signed by owner.

b. Useform SD-ECS-7 to record effects for artificia wetlands.

A. Desgn Daa

1.
2.

Hydrologic computations (for surface drains) - record on form SD-ENG-29.
Capacity requirements for interception drains.
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Spacing of linesand laterds.

Drain hydraulics.

a Size, type, and strength requirements for tile.

b. Spacing of linesand laterds.

C. Grade of dope of tile.

Filter design - kind, gradation, thickness, filter opening, €tc.
Bedding materid.

Drain gppurtenances - inlets, vents, manholes, junctions, etc.
Quantities - estimates as needed.

CONSTRUCTION PLANS AND SPECIFICATIONS

Use South Dakota standard plans to the extent possible. These are to be supplemented by
additiond drawings or specification notes on the drawings to provide full ingalation ingtructions.
Larger or more complex structures may require use of “E” (217 x 30,”) 11°x17,” or “N” (10
1/2" x 15”) szed, drawing sheets.

A.

Condruction Plans

1.

Ovedl plan view showing drain location, dignment, and appurtenancesin
relaion to field boundaries and outlets. Show linear gationing, benchmark
locations, and eevations.

2. Profile dong centerline of tileline. Show origina ground devation, tile invert,
inlets, outlets, vents, manholes and junctions, groundwater eevations, and
borings profile.

3. Typical cross sections - show trench, tile, filter, etc.

4, Appurtenant structure and detalls - include dimensiond plans and sectiona
viewsto clearly show dl intended details for congtruction.

5. Filter gradations.

6. Congtruction notes as needed to clarify drawings. Construction plans for
subsurface drains shdl include the following statement: “ Accor ding to South
Dakota State L aw no excavator may begin any excavation without first
notifying the One-Call Notification Center of the proposed excavation.
1-800-781-7474."

7. Quantities estimates - place on plans.

8. Job approvd - ref.: NEM, Part 501.

9. Location or vicinity map - location map with legal description.

10.  When plans are delivered to the cooperator - use form SD-ENG-11 to inform
cooperators and certify their understanding of the “ participant responsibilities.”

Congtruction Specifications

Ref.: South Dakota Specification Guide for Subsurface Drain.

1. Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additional specifications may
need to be written to provide full materid and ingdlation indructions.

2. Fill in blanks and add or ddlete items from the specifications to make them fit
the job as needed.

3. Include cover shest.
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NOTE: Where South Dakota Construction and Materid Specifications are used and are not modified,
acopy of the checklist of furnished specifications or alisting on the congtruction plans will bein the
prectice file. Additions to the South Dakota specifications or specificaly devel oped specifications
should dso bein thefile.

V. LAYOUT

A. Layout survey - record in field notebook.

1.

Centerline dignment and offset stakes:

a Set centerline stakes at maximum 100-foot intervas.

b. Offset grade stakes at maximum 100-foot intervals. Reference grade
stakesto tile flow line to 0.01 foot.

C. Location and grade stakes for gppurtenances.

B. Quantities - final quantities are based on staked lines and grades or gpproved changes.

VI.  COMPLIANCE CHECKING - “ASBUILT” PLANS

A. Compliance Checking - record in field notes.

a s wbdpE

o

7.
8.

Profile of completed tile line and flowline - if possble.

Lengths, sizes, kind, and grade of tile lines.

Filter thickness and kinds of materid.

Location and dimensions of gppurtenances.

Outlet pipe - length, kind, sze, vertica distance between invert of outlet pipe
and normal water level in outlet ditch or Stream.

Congtruction inspection report - form SD-ENG-19 - ref.: NEM, SD512.32.
Materid certification Satement (ref.. NEM, Part 512, Subpart C).

Statement of compliance - state that construction is complete according to plans
and specifications. Date and sign by the technician with job gpprovad authority.

B. “AsBuUilt’” Plans (ref.: NEM, 512.51 and 512.52).
“AsBLUilt” plansare arecord of condructed facilities. Determination of need for “As
Built” planswill be made by the person exerciang job gpprova authority in accordance
with the NEM, Part 501. Changes are superimposed in a different color (usualy red)
on the officid file copy and show:

1
2.
3.

4.

Significent design changes.

Sgnificant! changesin linear messurement.

Fina quantities - may be based on layout stake notes, if no changes were
approved and work meets planned lines and grades.

|dentify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, normal
congtruction tolerances, and methods of mathematica computation, should be
consdered as sgnificant.
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TERRACE (600)

GENERAL
A. References
1. EFM, Chapters 2 and 8.
2. SDTG, Section V.
3. South Dakota Engineering Technical Note, Design SD-5.
4, Computer software EFM2.

INVESTIGATIONS AND SURVEYS

A. Design Investigaions

1. Soils map.

2. Conservation plan for unit.

3. Loceation of underground utilities.

4, Locations of outlets consdering eroson, sedimentation, and drainage laws.

B. Desgn Surveys

1. Pardld terraces.

a Topographic map of area as needed.

b. On amdl pardld terrace systems where atopographic map is not
consdered necessary for design, the design survey is usualy combined
with layout surveys and recorded on Job Plan 9.0, Terraces. Al
supplementary design information (surveys, etc.), should be on field
notes, CADD files, or workshests.

2. Basin Terraces.

a Drainage area.

b. Topographic detail for design purposes (where needed).

3. All other terraces - design survey is usudly combined with layout survey and
recorded on Job Plan 9.0, Terraces. All supplementary design surveys should
be put on field notes.

C. Environmentd Inventory

NEPA inventory of resources - document inventory on form SD-CPA-3.

1 Cultural resources inventory - use form SD-SSC-1.

2. Wetland effects (if applicable).

a Complete form SD-CPA-10 (South Dakota Minimal Effects
Procedure). If project meets criteriain Step 4, use expedited minimal
effect. If the Ste does not meet the criteria, proceed to Step 5 for
functiona assessment (HGM). If effects are minima then aMinimd
Effect Agreement must be signed by owner.

b. Useform SD-ECS-7 to record effects for artificia wetlands.

DESIGN
A. Desgn Data

1. Paralld terrace system - where topographic map is used for design.
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a Show layout of terrace system superimposed on topog showing terrace
interva, alignment, spacing, planned cropping equipment width, etc.
b. Totd esimated length.
2. All other terraces - including smal parale terrace systems as needed for terrace
design.
a Terrace spacing.
b. Vertica and horizontd interva.

C. Planned terrace dimensions, grades, and lengths.
3. Basin Terraces.

a Hydrology.

b. Cross-sectional computations for volumes.

C. Earthwork volume estimates.
V. CONSTRUCTION PLANS AND SPECIFICATIONS

A. Congtruction plans - use Job Plan 9.0 or appropriate “E” or "N” sized sheets.

1 Paralel Terraces.

a Overdl plan view showing terraces, spacing, gradient, and pertinent
elevations. Delineate odd areas. Show turn row strips and farm roads
as needed.

b. Terrace Cross section.

C. L ocation map with lega description.

d. Congtruction plans for terraces shdl include the following statement:

“ According to South Dakota State L aw no excavator may begin
any excavation without first notifying the One-Call Notification
Center of the proposed excavation. 1-800-781-7474.”
e Quantities estimates - place on plans.
Job approval - see NEM, Part 501.

s} When plans are delivered to the cooperator - use form SD-ENG-11 to
inform cooperators and certify their understanding of the * participant
respongbilities.”

2. All other terraces - including small pardld terrace sysems. Use Job Plan 9.0 if
gopropriate. Most of the following can be obtained during the layout survey:

L ocation map with legd description.

Plan view sketch with terrace numbers.

Terrace kinds (leve, gradient, pardld, etc.)

Average land dope.

Verticd and horizontd intervals.

Grade by section.

Edtimated length of each terrace.

Terrace cross section.

Totd lengths.

0

TSTQ@ "o o0 o
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J. Congtruction plans for terraces shdl include the following statement:

“ According to South Dakota State L aw no excavator may begin
any excavation without first notifying the One-Call Notification
Center of the proposed excavation. 1-800-781-7474.”

k. Table of quantities - find quantities are based on staked lines and
grades/or approved changes.

I Job approval - see NEM, Part 501.

B. Congtruction Specifications
Ref.: South Dakota Specification Guide for Terraces.

1.

2.

3.

Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additional specifications may
need to be written to provide full materid and ingdlation indructions.

Hll in blanks and add or delete items from the specifications to make them fit
the job as needed.

Include cover shest.

NOTE: Where South Dakota Construction and Materid Specifications are used and are not modified,
acopy of the checklist of furnished specifications or alisting on the congtruction plans will bein the
prectice file. Additions to the South Dakota specifications or specificaly devel oped specifications
should dso bein thefile.

V. LAYOUT

A. Layout surveys - record in field notebook for basin and large parale terrace systems
and Job Plan 9.0 for other terraces.

1
2.

Centerline or basdine adignment stakes.
Basic sructurd staking - as required for fills and cuts not normaly included in
basdine staking, etc.

B. Quantities - final quantities are based on staked lines and grades or approved changes.

VI. COMPLIANCE CHECKING - “ASBUILT PLANS’

A. Compliance checking - record in field notes or on Job Plan 9.0.

1.

Profile notes of channel and ridge for & least one of the new terraces. Cross-
sectiond notes of channel and ridge for the same terrace. The cross section
should include the entire disturbed area of the terrace and must extend above
the top of the terrace ridge on the uphill cut dope. The terrace selected should
be the one that appears least likely to meet specificationsif there is an apparent
difference in the 9zes of the terraces. In addition to minimum requirements for
recorded data, the person doing the checking will run profiles and cross
sections of as many terraces or parts of terraces as considered necessary to
determine that al work meets specifications. Normaly, sufficient terraces
should be profiled so that gpproximately 10 percent or more of the tota terrace
length is checked.
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Use the backside of Job Plan 9.0, Terraces, for additional cross sections or
profiles. For larger projects, use field notebook and “E” or “N” szed drawing
sheets as appropriate for plotting profiles and cross sections.

Compute channel cross-sectiona area and record.

Check channdl grades for gradient terraces and ridge grades for leve terraces.
Statement as to adequacy of outlet protection when appropriate.

Size, dope, and type of closed conduits where appropriate.

Adequacy or status of seeding for grassed back and basin terraces.

Installed quantity of work or materids. Measure congtructed length of each
completed terrace, use measuring whed, chain, or tape.

Congtruction inspection report - form SD-ENG-19 —ref.: NEM, SD512.32.
Statement of compliance - Sate that congtruction is complete according to plans
and specifications, dated and sgned by the technician with Job Approval
Authority.

“AsBuilt’” Plans (ref.: NEM, 512.51 and 512.52).

“AsBLUIlt” plansare arecord of congructed facilities. Determination of need for “As
Built” planswill be made by the person exerciang job gpprova authority in accordance
with the NEM, Part 501. Changes are superimposed in a different color (usualy red)
on the officid file copy and show:

1.

2.
3.
4

Significent design changes.

Sgnificant! changesin linear messurement.

Fina quantities - based on final measurements (as staked or gpproved).
Identify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, normal
congtruction tolerances, and methods of mathematica computation, should be
congdered as sgnificant.
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TROUGHSAND TANKS
Troughsand Tanks (614)
GENERAL

A. References
1. SDTG, 614.
2. South Dakota Standard Engineering Plans (Job Plans).
3. Montana Stockwater Pipdines (NRCS, Bozeman, Montana).

INVESTIGATIONS AND SURVEYS

A. Dedgn Invedtigations
1 Water source - flow rates available, dependability, presence of central storage,
water level controls, (float or overflow).
2. Purpose - number of livestock served, season of use, number of tanksin
pasture
B. Environmentd Inventory
NEPA inventory of resources - document inventory on form SD-CPA-3.
1 Cultural resources inventory - use form SD-SSC-1.

DESIGN DATA - record on computation sheet (SCS-ENG-523A) or SD-ENG-47
workshest.

A. Tank capacity requirements (number of livestock served, days of storage required).
B. Storage volume calculations.
C. Materid quantity computations.

CONSTRUCTION PLANS AND SPECIFICATIONS
Use standard plans where possible, or “N” (102" x 15,”) or “E” (21" x 30") Sized sheets as

appropriate.

A. Condruction Plans
1 Ovedl plan view of tank and fadilities, including overflow/drain location and
guard posts and timbers locations.
2. Section dong centerline of tank, showing congruction details such asinlet and
outlet pipes, floor, wals, devations, etc.

3. Location map with lega description.
4, Table of quantities.
5. Congtruction notes - add notes to clarify a component and furnish directions for

ingalations, supplementing standard specifications.

6. Job approval —ref.: NEM, Part 501.

7. When plans are ddlivered to the cooperator - use form SD-ENG-11 to inform
cooperators and certify their understanding of the “ participant responsibilities.”
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B. Congruction Specifications

1.

2.

3.

Use South Dakota Congtruction and Material Specifications for each item of
work and materid, as applicable and available. Additional specifications may
need to be written to provide full materid and ingdlation indructions.

Fill in blanks and add or ddlete items from the specifications to make them fit
the job as needed.

Include cover shest.

NOTE: Where South Dakota Construction and Materid Specifications are used and are not modified,
acopy of the checklist of furnished specifications or alisting on the congtruction plans will bein the
prectice file. Additions to the South Dakota specifications or specificaly developed specifications
should dso bein thefile.

C. Layout surveys (record in field notebook)

1.

Layout survey data as needed, including cut/fill stakes, drain outlet location, etc.

V. COMPLIANCE CHECKING - “ASBUILT PLANS’

A. Compliance checking - record in field notebook or construction plans.

1.

2.
3.

4.
S.

Check on pertinent devations, overflow/float, gravel base, guard posts and
timbers, appurtenances, etc.

Sizes and dimensons of tank adequate to calculate storage volume.

Quantities - find quantities are based on construction plan or approved
changes.

Congtruction inspection - (ref.: NEM, SD512.32).

Statement of compliance - state congtruction is complete according to plans and
gpecifications. This should be dated and signed by the technician making the
determination.

B. “AsBuUilt’” Plans (ref.: NEM, 512.51 and 512.52).
“AsBLUilt” plansare arecord of condructed facilities. Determination of need for “As
Built” planswill be made by the person exercisng Job Approva Authority in
accordance with the NEM, Part 501. Changes are superimposed in a different color
(usudly red) on the officid file copy and show:

1
2.

3.

Significent design changes.

Hnd quantities -may be based on standard job plan if no changes were made
and work meets planned details.

Identify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, norma
congtruction tolerances, and methods of mathematica computation, should be
congdered as sgnificant.
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GENERAL

WASTE MANAGEMENT STRUCTURE
Waste M anagement System (312)
Waste Stor age Facility (313)
Sediment Basin (350)

Waste Treatment L agoons (359)

Waste management systems include practice components required for the complete
management of waste. Documentation requirements will be as outlined below in addition to the
documentation requirements of the practice components used in the system.

A. References
1 SDTG, Section IV.
2. South Dakota Livestock Waste Management Manual (Cooperative Extension

No gk w

©

0.

Service).

NEH, Part 651 - Agricultura Waste Management Field Handbook.

NEH, Part 650 - EFH.

South Dakota Engineering Technica Notes.

Agriculturd Nutrient Utilization Worksheets.

SD DENR Genera Water Pollution Control Permit for Concentrated Animal
Feeding Operations and Concentrated Swine Feeding Operations.

Midwest Plan Service, Livestock Waste Facilities Handbook (MWPS-18).
Midwest Plan Service, Livestock Waste Management Systems.

1. INVESTIGATIONS AND SURVEY S

A. Dedgn
1

3.
B. Dedgn
1.

2.

Investigations

Sail borings - record on form SD-ENG-10.

Ground surface eevation of each hole.

Depth to ground water and seasonal high water table.

Description of each soil materia (Slty sand, lean clay, etc.)

Unified soil classfication of each materid (SM, CL, €etc.)

Munsdll soil color name (light brown,olive grey, grey, etc.)

Edtimate of soil permesahiility of underlying materids (permegble, low
permesbility, etc.)

o] Whether the materials are oxidized or unoxidized.

Inventory of system - method of operation, number of livestock, waste disposal
methods, type of equipment, future expansion plans, crop rotations on planned
disposa aress, etc., document as gpplicable, including a preiminary sketch of
the proposed facilities to document planning discussions.

Location of underground utilities

Surveys

Topographic surveys - of sufficient extent to cover the feedlot and/or all
anticipated devel opment.

Profiles - dong centerline of proposed pipdines, ditches, diversons, etc.,, if
outsde limits of topographic map.

S0 Q0T
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C. Environmentd Inventory
NEPA inventory of resources - document inventory on form SD-CPA-3.

1.
2.

DESIGN

Cultural resources inventory- use form SD-SSC-1.

Wetland effects (if applicable).

a Use HGM modd to determine effects of structure. If effects are
minimd, then aminima effect agreement must be signed by owner.

b. Useform SD-ECS-7 to record effects for artificia wetlands.

A. Desgn Data

1.

N

o U

Hydrologic determinations - documentation as gpplicable. Thiswould include
printouts from EFM2 or TR-55 computer programs or software/spreadsheets
used for AWMS design.

Hydraulic determinations - required to determine capacities, Sizes and
proportion of facilities such as pipelines, diversons, etc., forms SD-ENG-29, -
29a, or computer software/spreadsheet printouts may be used.

Flood routing data from IOWA PONDS or SITES computer programs used to
evauate pipe szes for sediment basns.

Manure production/volume caculations. Use hand caculations, design
spreadshests for storage computation and documentation from LOTUS, or
EXCEL spreadshests.

Structurd design cdculaions.

Congtruction materid estimates - materia volume computations - includes
estimates of earthwork, pipe, concrete, rock, vegetative components, geotextile
and erosion control fabrics, or other appurtenances, etc.

B. Permits and approvas (if gpplicable)

1.

2.

3.

404 Permit - document if individua permit obtained, nationwide permit applies,
or if practice is exempt.

DENR approvd - required if system designed for 1,000 A.U. or more, or if
operator wants certificate of compliance under General Water Pollution Control
Permit for Concentrated Feeding Operations.

Loca ordinance approval - if applicable.

CONSTRUCTION PLANS AND SPECIFICATIONS
Items are in accordance with planned decisions and specifications are sufficient to inform owner
and contractor of construction requirements within Service standards.

A. Congruction plans - use“E” (21" x 30,”) or “N” (10%2" x 15,”) or other size drawings,
as gpplicable.

1.

Ovedl plan view - of sufficient detall to show al structura dignment, Sizes,
dationing, eevations, reference points, cultura features, and other details of the
facility so they can be located and laid out in the fidld. May be superimposed
on Site topography.
Profiles - show intended grades, elevations, Sationing, pipes, and smilar
dructures. The profiles need to be in sufficient detail for construction layout and
congtruction purposes. May be superimposed on originad ground surface or
described on overdl plan view as needed for clarity.
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3. Locetion or vicinity map - lega location map showing location from nearest
town, etc.

4, Cross section - as needed to show al pertinent details such as Sde dopes,
berms, bottom widths, and elevation. May be plotted or described on overal
plan view as needed for clarity.

5. Structurd details - includes dimensiond plan views, sectiona views to clearly
show all needed details for congtruction. Reinforced concrete requires separate
sectiond and detailing views on dl but smple projects. Standard plans
developed by others should not require additiond sectiond and detailing views
and schedule.

6. Table of quantities - estimates - place on plans.

7. Construction notes - add notes to clarify a component and furnish directions for
ingtallations by supplementing standard specifications as needed. Construction
plans shdl indude the following statement: “ Accor ding to South Dakota
State L aw, no excavator may begin any excavation without fir st
notifying the One-Call Notification Center of the proposed excavation.
1-800-781-7474.

8. Job gpprova authority - (ref.. NEM, Part 501).

9. When plans are ddlivered to the cooperator, use form SD-ENG-11 to inform
cooperators and certify their understanding of the “participant responsibilities.”

Congtruction Specifications (ref.:  South Dakota Specification Guide for the intended

practice).

1 Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additiona specifications may
need to be written to provide full materid and ingdlation instructions.

2. Fill in blanks and add or delete items from the specifications to make them fit
the job as needed within Job Approva Authority limitations.

3. Include cover sheet.

NOTE: Where South Dakota Construction and Materia Specifications are used and are not modified,
acopy of the checklist of furnished specification or alisting on the congtruction plans will bein the
practicefile. Additionsto the South Dakota specifications or specificaly developed specifications
should dso bein thefile

V. LAYOUT

A.

Layout surveys - record in field notebook

1. Centerline dignment and reference stakes.

2. Grade and dope stakes.

3. All gructurd location aignment and reference stakes.  Includes extensions of
gructural membersto a point out of immediate construction area.

Earthwork Quantity Computations

Use standard forms or engineering software or oreadsheets to calculate where
possible. Final quantities are based on staked lines and grades or approved changes.
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VI. COMPLIANCE CHECKING - “ASBUILT” PLANS - record on field notes or on plans.

A. Compliance checking

1.

2.
3.
4.

o

0.

Profiles and cross sections - at least two cross sections taken perpendicular to
each other for each structure.

Measured length of lines by sizes, kinds, and classes of pipe.

Materids certification statement (ref.: NEM, Part 512.23).

Number, type, location of gppurtenances (inlet structures, pipe supports, vaves,
stand pipes, €tc.)

Congtruction inspection reports (ref.. NEM, Part 512.32).

Practice component certification statement - as needed - form SD-ENG-2.
Results of required testing (concrete, pressure, soil proctor, compacted soil
density, soil moisture, soil permesbility, etc.)

Statement of compliance - state that construction is complete according to plans
and specifications. This should be dated and sgned by the technician making
the determination.

Certification of compliance by design engineer to DENR for NPDES permiit (if
gpplicable).

B. “AsBuilt” Plans- (ref.: NEM, Parts 512.51 and 512.52).
“AsBLUIlt" plansare arecord of congtructed facilities. Determination of the need for
“AsBuilt” planswill be made by the person exercisng Job Approvad Authority in
accordance with the NEM, Part 501. Changes are superimposed in a different color
(usudly red) on the officid file copy and show:

1
2.
3.

4.

Significent design changes.

Sgnificant! changesin linear messurement.

Fina quantities - may be based on layout stake notes, if no changes were
approved and work meets planned lines and grades.

|dentify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, norma
congtruction tolerances, and methods of mathematica computation, should be
consdered as Sgnificant.
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WATERSPREADING (640)

GENERAL

A. References
1 EFM, Chapter 18.
2. SDTG, Section V.
3. South Dakota Engineering Technica Note Design SD-2.
4 Computer Software - Sites 98.0, EFM2, TR-55.
5 South Dakota Irrigation Guide.

INVESTIGATIONS AND SURVEY S

A. Desgn Investigations
1. Soil survey of spreading areato determine suitability of soils.
2. Soil borings - as required.
3. Determine spreading area (consider water supply available for dependable and
questionable yidds).
4, Evduate drainage area characteridtics, (loca knowledge on water yields, flow
durations, etc.)
5. Loceation of underground utilities.
B. Desgn Surveys
1. Topography or topographic map of survey area. Determination of need by
individua who will exercise Job Approva Authority. A topographic map will
normaly be required for systems over five acresin Sze (totd station survey) to
include the spreading area as well as the storage pool of any retention dams.
2. Locate and survey centerline of exiging diversions and proposed diversions and
supply channds.
3. Locate dl control eevations, outlets, eic.
C. Environmentd Inventory
NEPA inventory of resources - document inventory on form SD-CPA-3.
1 Cultural resources inventory - use form SD-SSC-1.
2. Wetland effects (if applicable).
a Complete form SD-CPA-10 (South Dakota Minimal Effects
Procedure). If project meets criteriain Step 4, use expedited minimal
effect. If the Ste does not meet the criteria, proceed to Step 5 for
functiona assessment (HGM). If effects are minima then aMinimd
Effect Agreement must be signed by owner.
b. Use form SD-ECS-7 to record effects for artificia wetlands.

DESIGN
A. Design Data - record on standard data sheets and/or appropriate worksheets.

1 Hydrologic data - pesk flow, storm runoff, annua yield (form SD-ENG-29 or -
29, EFM 2, TR-55, SITES98) and flow duration.
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4.
5.

6.
7.

Hydraulic requirements - supply channd requirements, ditches, dikes,
structures, emergency spillways, drains, etc.

Type of spreading system to beingaled.

Design water requirements (dependabl e/questionable water supply).
Structure data - surface area, storage, sediment volume, structurd design as
needed.

Structura design computations, depending on structura needs.

Quantity and cost estimates (SD-ENG 12).

Permits and gpprovas (if gpplicable).

1.

2.

404 Permit - document if individua permit obtained, nationwide permit applies,
or if practice is exempt.

Safety of dams - when adructure is classfied asa‘dam’ by SD DENR, the
design shal be submitted to DENR for approva (see GM, 450, Part SD 405,
for dlassfication informetion).

Water rights - owner is responsible for obtaining water rights from SD DENR
or properly filing a Location Notice; see GM, 450, Part 405. Document with
form SD-ENG-4.

V. CONSTRUCTION PLANS AND SPECIFICATIONS

A.

Congtruction Plans

Use South Dakota standard plans to the extent possible. These are to be supplemented
by additiona drawings or specification notes on the drawings to provide full ingtalation
ingructions. Larger or more complex sructures may require use of “E” (217 x 30,”)
11"x17,” or “N” (10 1/2" x 15") Szed, drawing shesets.

1.

©oN O

10.
11.

Overdl plan view - may include topography, layout and location of diversons,
ditches, dikes, structures, spillways, drain pipes, and streams. Show al
necessay devations, linear sationing and other details of congtruction.
Profiles of supply channds, dams, pumping stations, emergency spillways, and
outlet pipes as necessary for clarity of drawings.

Cross sections - show typica cross sections of ditches, supply channels, dikes
and dams, emergency spillways, etc.

Structurd details as needed to clarify drawings.

Log of soil borings.

Show location and extent of borrow area.

Table of quantities - estimates.

Loceation or vicinity map - with legal description.

Congtruction notes - add notes to clarify a component and furnish directions for
ingalations by supplementing standard specifications as needed. Congtruction
plans for water soreading systems shdl include the following statement:

“ According to South Dakota State L aw no excavator may begin any
excavation without first notifying the One-Call Notification Center of the
proposed excavation. 1-800-781-7474.”

Job approval - see NEM, Part 501.

When plans are ddlivered to the cooperator - use form SD-ENG-11 to inform
cooperators and certify their understanding of the “ participant responsibilities.”

Congtruction Specifications
Ref.: South Dakota Specification Guide for the intended practice.
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1 Use South Dakota Congtruction and Materid Specifications for each item of
work and materid, as applicable and available. Additiona specifications may
need to be written to provide full materid and ingdlation indtructions.

2. Fill in blanks and add or delete items from the specifications to make them fit
the job as needed.

3. Include cover shet.

NOTE: Where South Dakota Construction and Materia Specifications are used and are not modified,
acopy of the checklist of furnished specification or alisting on the congtruction plans will bein the
practicefile. Additionsto the South Dakota specifications or specificaly developed specifications
should dso bein thefile.

V. LAYOUT

A. Layout Surveys (use field notebook).
1. Centerline dignment and cut/fill stakes.
a Dikes - front toe every 100 feet with centerline and back toe
gpproximately every 400 fedt.
b. Spreader ditches - dignment or basdline stakes at 50-foot intervals.
Upper dope stake on gpproximately 300-foot intervalsto assis the
contractor in eevation control.
C. Supply or drainage ditches.
2. Structure location, dignment, and elevations (drain pipes, water control
structures, etc.).
3. Diverson dams - refer to layout section for earth dams.
B. Earthwork Quantity Computations
1 Compute from layout notes - find quantities are based on staked lines and
grades or approved changes. Spreader ditches based on lined feet from layout
notes or approved changes.
2. Methods to be used in making computations of quantities:
a EFM, Supplement No. 1 (SD-ENG-33).
b. Three level section (SD-ENG-32).
C. Any level method (SCS-ENG-529, Technica Note Engineering Design
SD-1).
d. Computer software - Areavol, Ohio Cross Sections with quantities.
3. Show quantities of al componentsin the table of quantities on the plans.

VI.  COMPLIANCE CHECKING - “ASBUILT” PLANS

A. Compliance checking - record on field notes or congtruction plans (SD-ENG-19).
1 Profiles on centerline of embankments, channels, dikes, and ditches.
a Check aminimum of one or more dikes or ditches per system.
Sufficient checks will be made by the checker as considered necessary
to determine that al work meets specifications.
2. Cross sections of emergency spillways, dam embankments, channels, ditches,
etc.
3. Elevations and lengths of inlet and outlet of drain tubes, control structures and
other appurtenances.
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Pipes - check length, gauge, thickness, type, diameter.

Congtruction ingpection reports (ref.: NEM, Part 512, Subpart D).

Materid certification statement (ref.: NEM, Part 512, Subpart C).

Statement of compliance - Sate that congtruction is completed according to
plans and specifications. This should be dated and signed by person making the
determination.

“AsBuilt’” Plans (ref.: NEM, 512.51 and 512.52).

“AsBLUilt" plansare arecord of congructed facilities. Determination of need for “As
Built” planswill be made by the person exercisng Job Approva Authority in
accordance with NEM, Part 501. Changes are superimposed in a different color
(usudly red) on the officid file copy and show:

1
2.
3.

4.

Significent design changes.

Sgnificant! changesin linear messurement.

Fina quantities - may be based onlayout stake notes, if no changes were
approved and work meets planned lines and grades.

|dentify as“AsBuilt” on plans.

¥ Determination of “significant” isamatter of judgment by the technician. Asa
generd rule, changes which exceed norma measuring error alowances, norma
congtruction tolerances, and methods of mathematica computation, should be
consdered as Sgnificant.
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WELL (Livestock and Domestic)
Well (642)
GENERAL

A. References
1. SDTG, Well (642).
2. EFM, Chapter 12.
3. Excerpts Water Laws and Regulations of the State of SD (ref.: GM, Title 450,
Part 405). For wells where domestic use is planned or anticipated, SD DENR,
Office of Drinking Water regulations for sanitation apply.

INVESTIGATIONS AND SURVEYS

A. Design Investigaions
1 Geologicd review - as required.
2. Well location.
3. Loceation of underground utilities.

DESIGN
A. Desgn Data

1. All sgnificant and appropriate design information required for design purposes.
2. Sanitary protection requirements where water is intended for household or dairy

sanitation use.
3. Artesan pressure confinement protection.
B. Permits and Approvals (as applicable)
1 Domestic use for farm, ranch, household, and livestock use from other than a

common water distribution system in excess of ether 25,920 gpd (18 gpm
continuoudly for 24 hrs.) or 25 gpm requires awater permit.

CONSTRUCTION PLANS AND SPECIFICATIONS

A. Condruction Plans

1. Location map - use form SD-ENG-51 or other suitable design shest, as
aoplicable.

2. Completion of other appropriate parts of form SD-ENG-51.

3. Sanitation protection requirements, as required.

4, Pan view of facility - as required to show diversions, fencing, clearing, etc.

B. Congruction Specifications

Ref.. SD Specification Guide for the intended practice.

1 Use SD Congtruction and Materid Specifications for each item of work and
materid, as gpplicable and available. Additiona specifications may need to be
written to provide full materid and inddlation ingructions.

2. Fill in blanks and add or delete items from the specifications to make them fit
the job as needed.
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3. Include cover shedt.

NOTE: Where SD Congtruction and Materia Specifications are used and are not modified, a copy of
the checklist of furnished specifications or alisting on the congtruction plans will be in the practicefile.
Additionsto the SD specifications or pecificaly developed specifications should dso be in thefile.

V. LAYOUT

A. Layout Surveys - record in field notebook.
1. Asrequired for location, diverson, fencing, etc.

VI.  COMPLIANCE CHECKING - “ASBUILT” PLANS

A. Compliance Checking
1 Obtain dl significant and gppropriate congtruction information as required on
form SD-ENG-51 including:

a Drilling log (ref.: footnote! on form SD-ENG-51); form SD-ENG-45
could be used if drilling contractor does not have his own log forms.

b. Water qudity sample - SD Wl Congtruction Standards require
“following completion of any public water supply or any wdl for
domestic use, awater sample shdl be collected and submitted.” The
owner isresponsble for collecting and submitting the sample unless the
well is operaiond when completed by the driller, in which case, the
driller isrespongble for submitting the sample.

2. Adequecy of pumping equipment, storage and water facility - if inddled a time
of compliance checking.

3. Materid certification records (ref.: NEM, Part 512).
4, Congtruction inspection report (ref.: NEM, Part 512).
5. Wl Driller’ s Compliance Certification - form SD-ENG-51.
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